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0. # BPWIN_PLUS INSTALLATION

The complete installation contains three folders with installation packages:
Folders:

mySql_worbench

InstallBpWinPlus_V X.X

DriversNeuralLabs_Vpar

1. # INSTALL MYSQL DATABASE

Go to mySql_worbench folder and run installation mysql-installer-
community-5.7.9.1.msi
Follow the installation steps.

License Agresment

Tor praceed you misl scosal the Qracks Sofvaaie Licenge Tems

EPIU GEMERAL PLELK LICENSE -
Weision 2, Jares 1551

O ey 1L () 19E5. 15571 Pt Bodaiie Fa et o, R,

51 Frarddin ., Frith Flaee, Bearden, BAR D2 7T0-13500 USA
Erry vt B peinalled 1o (o and dhitnltaile verbation capies
al thig lcenes dacumen, buk chonging i ic rai olowsd.

oftware—1n ks ure the sofbaare s iree far sl s users, Thic

Gonenal Pubdic Licen s apphes 1o me the Fige Saltwars

aundskion’s sofoware snd o ary okhar prog e whise sulhars comimid b
using il (S pther Fros Sofbwaie o defbwane is Eivvered by

e ML Libesy Gerssrsd Pubbic Licerge ingiead] Yau canoapply £in

o pragrams, ko,

fhen we apeak of fiee aofbwaie, we o refaming be froedom, nal price.
Licerges gredesigned o maskes e that you hays
s ol From romliog s (3 red charre (e This e
Heid = ol
[T] My Installer - w0
MySQL. Installer Choosing a Setup Type
Addin Timurity
Pleas= select the Setup Type thet suits your uss case.
@ Daw er Dedauli Sefup Type Decription
Installs 81l products nesded for ristolls the MySOL Sarver and the tools A

required for MyS0L application development.
This iz wsehal if you intend to develop
appiications for an existing senver.

M5O development purposes

) Servero
Installs oty e MySOL Server This Setup Type includes:
padu,
* MyS0L Server
) CHent oy

User Manual BP WIN Plus Touch v2

Inatails ontythe MySCL Cliend
PO, wilkul & iarver

O Full
Installs all included WySCL
PO and fesbures,

) Custom
Planally ielest the aresucti it
should be indEalled on thse
aystem.

* MyS0L Waorkbench
The GUI appfication 1o develop for and
manage the server,

* bty 300 fiowr Exced
Ewcel plug-in to easify eccess and manipulste
Ry RO data,

* Ity EOL for Visusl Studic
Towork with the MiSOL Senver from VS

* hty30L Connactors

Lonnector/Met, Lave, C/C+=, OBDC and
athars, o

< Back Meds | Cecel




e

User Manual BP WIN Plus Touch v2 EPELSA
C——

When you reach the Check Requeriments screen, press the run button to install the
necessary requirements.

Check Requirements
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Instaliation
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] MySOL Instalier

M}rS'E!L. Installer

bySOL Server 5.7.9

Type and Networking
Server Configuratsan Type

Chacse the cormect server configueation type for this ByS0L Server installation. This setting will
define how much system resources see assigned to the MySOL Server instance.

Cronfig Type: opment Machine w
Connectivity
Use the following controls to select how you would like to connect to this server.
b TERaR Port Mumber: | 3306
=] Open Firevsall port for network sccess
["] Hamed Pip= Pipe Hame  MYSOL
[ Shared Bemary Memory Name  MYS0L

Advanced Configuration

Sebect the checkbox below to get additional configuration page wheee you can set advanded
optians for this seneer instance

] Show Advanced Opticns

Cancel

In Mysql Root Password type EPELSA in capital letters.

] My 5L Installes

MySQL. Installer
N
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Accounts and Roles

Roct Account Password

Enker the peesvord for th store this passwoed in 2 seoure

[rermasssasernnrans

T

Passward Strength;  Strong

Wiy B0L Uhsr Agzeants

Create MyS0L uses adcountd for pour usees and applicsliond, Assign a rale to the uges thal
consists of a set of peivieges.

BFSCL Lsername Host User Rale At Liver
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Windows Senace
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MyS0L. Installer

S ,
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Stopping S |# necereany]
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Upsdating fresal

) Windows pice [
Initiakning Datsbare | ¢ recescany]
Staring Seraer
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[Z] Pty 500 Wnsnalber - »

MyS0L. Installer Product Configuration

Adding Cammunity
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] myS0L Installes
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Apply Server Configuration
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2. ## INSTALAR BPWIN_PLUS

Go to the InstallBpWinPlus_V X.X folder.
Run Setup.exe
Follow the installation steps.

3. ## NEURAL LABS DRIVER INSTALLATION

(Only if number plates are to be read automatically by cameras)

Install Neural Labs Drivers if you are going to use number plate reading cameras.
If yes, go to the DriversNeuralLabs_Vpar folder.
and run VPAR_WIN_7.22.0.0.exe
We continue with the installation:

4. /# CREATION OF STRUCTURE

Once the packages are installed, run BpwinPlus (There is a shortcut on the desktop).
It will detect that there is no database and will ask if you want to create it for the first time.
We say yes and the database structure will be created.

Once the structure is created, it will ask for Username and Password.

BP WIN PLUS

User= EPELSA
Password= 762

DEMO Mode

From this point we can activate the DEMO mode.

0%
(From Side Menu / @ Help / "™ Demo Mode) to test functionalities or go to the
License activation form.
If we activate the DEMO mode it allows us to create Nodes and connect scales, but it
randomly varies the displayed scale weight allowing us to test functionalities, but
modifying the real weight values.

User Manual BP WIN Plus Touch v2 11
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5. # LICENCE ACTIVATION

From the Side Menu go to @ Help / O Activate License
A form will appear to enter the data and enter the activation key.

Internet connection required during activation.
We fill in the fields:

Company, Nif ,City, Country, Email

Enter the licence number provided for activation in the
Installation key box.
Click on the Activate button.

Activar

We wait a few seconds and it will show us:
License Activated

Then restart programme

« Closes the form and returns us to the main form.
If you do not have internet access, you must make a phone call to obtain a

temporary code to display a telephone activation form and a telephone licence
(valid during the day).

When we have this code we click on the button {Q and enter the code

APLICACION

User Manual BP WIN Plus Touch v2 12



User Manual BP WIN Plus Touch v2

The telephone activation form will appear,
enter the telephone licence number supplied
by the manufacturer in the boxes and click the
button.

Generate Licence.

6. # LICENCE TYPES

* Unlicensed.( Administration) (0)

o Allows connection to a database for data entry or visualisation of
weighing operations.

« Slave (1)

o This licence allows us to connect to another workstation with a basic
licence or higher. You can carry out weighing operations from this
workstation as a slave.

« Basic (2)

o Allows connection to multiple scales.

o Access to data entry.

o Automatic weighing or operator weighing from the computer screen.

o Weighing history records.

o Listings.

Visiocam (Panoramic) (3)

o Allows all the functionalities of the basic licence.

o Adds connection with up to two cameras per scale for the general
view of the scale or to take photos of the loading of the trucks. It also
allows to automate the photography when weighing.

* Professional (4)
o Allows all the functionalities of the Basic license + Visiocam.

o Adds automatic number plate reading by means of number plate
recognition with camera.

o Includes the License for number plate reading.
* Professional + Access Control (5)
o Allows all the functionalities of the Professional licence.
o Adds vehicle entry and exit control management to the company by

reading number plates or cards. Allows the connection of Eth plates
for opening doors, traffic lights, etc...

User Manual BP WIN Plus Touch v2 13
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7. # CREATION OF NODES

We call node to the configuration of all the equipment associated to a scale, the
program allows multiple nodes, the allowed configurations are:

Configuration of communications with the scale display.

Configuration of the printer that will issue the tickets, making it possible to
differentiate between the printouts made in automatic mode and those made
manually by the operator from the work form.

Configuration of the cameras for panoramic vision and/or photo capture
(depending on the type of licence).

Camera configuration for number plate reading (depending on the type of licence).

Let's create the first node:

Click on the sidebar menu @ Configuration / m Scale
We configure the name identifier of the Node or Scale..

Nodos de Peso

58

Nuevo

Click on the button m New and write the name of the node and

@ save

Anadir Nuevo

User Manual BP WIN Plus Touch v2 14
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The name of the node will appear on the left side of the form. Select it by clicking on it
and configure the node's data in the panel on the right.

Next, we choose the type of communication of the scale display associated with the
node.

In this example, we will connect an ENI device via ModBus Ethernet.

User Manual BP WIN Plus Touch v2

Camara Panordmica {cam0.txt) )
Desactivada

I:I Password l:l Grabar

Nodos de Peso Céamara

Source
m Usuario
MNuevao

B SALIDA SN T S—,

Desactivada Sourcel Desactivada Source2 Grabar

2 IMpPre
[EPELSAMODBUS Ethemetinterface | . B

Genenc Scale, RS2
EPELSA MODBUS Eth
EPELSAMODBUS R :
EPELSA CT12 OPENSCALE
12 or VipOut

Cargar dato

* Para cargar datos de ejemplo sobre los textos source de las camaras haz click en boton derecho del
mouse

In the Wizard tab, an UPLOAD button will appear. x , If we click on it, it will load
example parameters that we can then replace with the correct values.
In the Ethernet tab we will place the Ip and Port of the weight indicator.

anoramica (c i
Desactivada

Usuario Grabar
MNodos de Peso

3

N

B_SP:L-I () o B

Desactivada Sourcel Desactivada Source2 Grabar

EPELSA MODBUS Ethernet interface B

Grabar

Prt.Manual

User Manual BP WIN Plus Touch v2 15



P

User Manual BP WIN Plus Touch v2 EPELSA

|

In the Other tab :

Communication timeout (Default value 500 ms)
Sleep ( Default value 250 ms)

= Approved memory.
Activate if working with approved memory

o Product waiting.
In the case of an ENI it indicates whether the indicator will ask for the product
code on the screen.

Maximum Weight (kg) Defines the maximum weight of the scale.

Weight Min (Kg) Defines the minimum weight that we consider zero.

o Requires external selection,
Activate when working with devices that require data selection before weighing,
such as touchscreen poles or Android devices.

Relay Board and Relay
Allows you to select the relay board with which this scale will work and the relay
that will activate the traffic light or barrier.

Rele Mode

ON min.W  OFF recording W..
It is activated when the minimum weight is exceeded and deactivated when the
weight is registered.

ON recording W.
It is activated when the weight is registered.

Unlock Scale
Allows equipment to be unlocked when working with loops.

Lock Scale
Allows locking of equipment when working with loops.

o Plat 1.

Allows you to select which platform (of the two internal Orion or ENI viewer
platforms) you are working with. It works only with the OD BUS protocol and is
associated with the weight platform we are working with..

User Manual BP WIN Plus Touch v2 16
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Basculas e impresora
a

Prt.Manual

plat.1
Sin memoria homologada

No espera producto
No existe seleccidn externa

In the tab Prn.Auto:
This tab contains the print settings in automatic mode,
allowing to differentiate by post in case of 2 posts.

Printer Name: Type "ENI" if the printout is to be made via the ENI viewer printer.
Otherwise, select the desired printer from the drop-down menu.

-No. Impressions: Indicate the number of copies to be printed (example: 1 equals
one ticket).

* Format: In the template_print folder, select a template for ENI if printing will be
done with the ENI printer (e.g. ENI_Template_1_SPANISH_1.txt). Otherwise,
choose a generic template (e.g. GenericTicketTemplate_1 SPANISH.txt).

Basculas e impresora
N —

Grabar

Prt.Manual

MN.impresiones

Poste 1 Poste 2

S L A — R —
o — N S—

Format 1P: Here we choose the ticket format of the first weighing, if used.
Manual Prt. tab:

Configuration of the printout when the operator performs the weighing from the PC
form.

User Manual BP WIN Plus Touch v2 17
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Basculas e impresora B

Grabar

Mombre Impresora

M impresiones
Fomata 1P

Formato 2P

In case you want the ticket to be printed through the ENI viewer:

- Printer Name: Write "ENI" if the printout will be made using the ENI viewer
printer.

- No. Prints: Indicate the number of copies to be printed (1 equals one ticket).
- No Print 1P: Select whether or not to print the ticket of the first weighing.

- Format: Select an ENI template in Format.

- Launch by the established printer.

- Print directly.

In case you want the ticket to be printed by one of the printers of the Windows operating
system:

Printer Name: Choose the printer using the search button.
No. Prints: Indicate the number of copies to print (1 = one ticket).
Format 1P: If the ticket is printed on the first weighing, choose a format.

Format 2P: Select a template (e.g. GenericTicketTemplate_1_SPANISH.txt).

Select an option:

Launch by the established printer.

Allow to choose the printer before each print.

Select an option:

Print directly.
Allow to view the pre-print before printing.

Save the data:
To save the scale and printer data, press :

User Manual BP WIN Plus Touch v2 18
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Basculas e impresora
a

Grabar

Prt.Manual
N.imp s El Ne imprime 1P

Visiocam camera (if we have a Professional licence or higher)

Right-click on the Source field to load an example configuration string of the
chosen camera type.

Camara Panordmica (cam0.td) .
Desactivada

Source n
Cargar cadena de gjemple » Hucis
Usuario : Pasaword Glalal =
Dahua

Nodos de Peso Camara Lector Matriculas (lector tx) ——

AT

Replace the ip of the example string with the real ip of our camera, enter the User
and Password of the camera and click on the Save button.

Camara Panordmica (¢ m D.txt) ,
Desactivada

Source

Usuario l:l Password |:| Grabar

If we use any other camera, we can always configure it if we know its datasource (consult
the manufacturer).

o Deactivate/Activate. Enables or disables the use of this camera.

License Plate Camera (if we have a Professional licence or higher)

It is the same procedure as in the Visiocam section.

Camara Lector Matriculas (lector txt)

Source

Cargar cadena de gjemplo » Axis
Usuario s
[

Source2 * HikVision

Desactivada Sourcel Desactivada Source? Grabar

User Manual BP WIN Plus Touch v2 19
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Replace the ip of the example string with the real ip of our camera, enter User and
Paswword of the camera and click on the Save button.

o Disable/Enable Source 1. Enables or disables the use of camera 1

o Disable/Enable Source 2. Enables or disables the use of the camera 2.
8. /& GENERAL CONFIGURATION

We will access the configuration form from the main screen in the Mena lateral / @

Configuration .

This form allows us to configure some aspects of the programme's operation. Depending
on what is programmed in the different fields, the programme acts in one way or another,
so special emphasis must be placed on checking that the programming coincides with
how we want the programme to react to different events.

The button @ accepts all changes made on any sheet and closes the form. The changes
are saved in the "settings.txt" file and are permanent.
The button® cancels all changes made to any sheet and closes the form.

The configuration has been separated depending on its nature into different TAB sheets,
each TAB sheet is described in detail below.

Campos General Impresora Acceso Idiomas Auto Style Modo Auto File
Datos Guiado Export

User Manual BP WIN Plus Touch v2 20



e

User Manual BP WIN Plus Touch v2 EPELSA
C——

8.1 TAB DATA FIELDS

This section refers to the data fields associated with the weighing and the weigh-in-transit
item, as well as to the free write fields in assisted weighing.

Data fields

Campo Visible Editable desde perfil Inicial V1P  En pesaje asistido
Usuario O O Requerir calculo de densidad
Empresa O  Perfil edicion selec. o O
T.pesada O Perfil edicion selec. © U Nombre del campo libre Obligatorio  Visible
Cli/Prov Perfil edicion selec. e} O Hola de S et
Producto Perfil edicion selec. ° O (?Ja € ~eguimiento
Transportista O  Perfil edicién selec. o o [Micampo num.erc? 2 -
Conductor O  Perfil edicion selec. o) O Este campo es invisible - g
Origen O  Perfil edicion selec. o m] Nota's '3 : U
Destino O  Perfil edicidn selec. e} O  [Novisible ni usado o U
Libre O  Perfil edicion selec. o) O
Matriculas Perﬁl edicién selec. o U O Establecer insercién cambiando el valor de Id
Remolques O  Perfil edicion selec. o O
Contenedores O  Perfil edicion selec. o) O
Filtro Solo programador

Data fields

Field : Name of the data field. Refers to the data fields that you can or want to edit from
the programme.

Visible:

The field will be visible both in weighing for selection and in data editing in case
the user has permission to edit.

O The field will not be visible in weighing or editing regardless of the selected
profile.

NOTE: The fact that a data field is not visible does not mean that it is not saved with its default value in the
weighing history database.

Editable from profile: The field will be visible in Data editing if you have at least the user
profile selected.

Perfil edicion v

Usuario
Listador
Editor

Administrador

Programador
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Initial: At its value ® when opening the heavy form, this field appears as the initial
selected field, in its value O auto field selection is not performed when loading the
weighing form. Only one initial field can be selected ® logically, there cannot be two
firsts.

V1P:

The field is added in Heavyltem (code and name). This field is visible from the
main screen

O The field with this value does not appear in Heavyltem.

NOTE . It is recommended to use only the essential fields or none at all in order to have as many trucks as
possible visible on the main screen.

Density calculation required:
Density calculation is performed in the weighing form. FUTURE VERSIONS

O No density calculation is performed. Default value. FUTURE VERSIONS

NOTE : No value is applicable, future versions will calculate the density according to the container's m3.

Free fields

Free fields are defined as freely writable fields in aided weighing. These are fields that are
filled in during weighing, e.g. tracking sheet, etc. They are treated in the same way as the
Notes field.

Free Field Name: In these text boxes you set the text that will appear in the weighing form
above the free field box. Literal0..4 for printing in ticket format.
Obligatory:

It does not allow weighing unless the box corresponding to the free field has a
text value.

O The value of the text box will not be taken into account, even if it is empty.
Default value.

Visible
Show the text box and the descriptive in the weighing form..

O The text box and the descriptive are hidden in the form. Their space is divided
between the boxes that are visible.

NOTE : Mandatory and visible envelope, the mandatory fields must be visible, otherwise it is not possible to
weigh unassisted due to the impossibility to fill in a non-visible field..
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O Set the insertion by changing the value of id

In its value M in the import of the weighing history file ignores the record id and inserts it
as a new record.

In its value O the import of the weighing history file overwrites the id of the record if it
already exists or creates a new one if it does not exist..

Important note. Weighing record import operations are not reversible, you must be
especially careful when performing them and check that the import configuration
parameters are as desired.

It is recommended to make a backup before performing any import.

THE RESPONSIBILITY FOR THE LOSS OF DATA IN THIS OPERATION LIES SOLELY WITH THE
USER WHO PERFORMS IT.

8.2 TAB GENERAL

This section refers to the behaviour of the programme's mode of operation in specific
situations.

O All companies share the same ticket number.

In its value M the ticket number assigned to each weighing is common, regardless of the
company selected at the time of weighing. The programme automatically assigns the next
ticket number from its counter section and puts the counter of all the companies in
common.

In its value O each company has its own counter and each weighing is assigned the next
available number. In this case it may happen that we have weighings from different
companies with the same ticket number.

O Allow unassisted weighing 1P

In its value M the first automatic weighing (camera, RFID card, scanner or pullfile) is
allowed if the number plate is registered in the database.

At its value O it is not allowed to perform the first weighing automatically.

O Allow unassisted weighing 2P

In its value M second weighing is allowed automatically (camera, RFID card, scanner or
pullfile) if the number plate is registered in the recorded number plates or if the first
weighing has already been carried out.

In its value O the second weighing is not allowed to be performed automatically.

O Launching unauthorised number plates in the Ul.

BPWin+ does not allow unauthorised licence plates to be weighed unassisted. For a
licence plate to be authorised, it must be registered in the system. This field allows to
display unauthorised number plates read by cameras or pullfile in the user interface.

In its value M the unauthorised read number plate is released as if it had been keyed in
for weighing through user interaction. The launching of this number plate only occurs on
the PC with MASTER licence or higher, not on the slaves.
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In its value O no action is taken, so the licence plate will not be weighed automatically
and is output WITHOUT WEIGHING.

O date1 is always Tara

In its value M date1 of the weighing history record always corresponds to the date on
which the lowest weight value was weighed, date2 of the record always corresponds to
the date of the highest weight value recorded.

In its value O records date1 at its lowest time value and date?2 at its highest time value.

o Tare is the lowest value/Tare is always 1P. Allows us to choose whether we
want the tare to always be the lowest value or if Tare is always 1P.

o Type of weighing Customer/Supplier Normal / Type of weighing
Customer/Supplier always visible.

If we select Normal weighing type, the type will be automatically selected from what is
programmed in the Customer/Vendor tab.

If we select Type of weighing Client/Prov. a combo will appear always visible to be able to
change if we are interested in the type Client/Prov. when carrying out the weighing.

Chat
Habilitar Chat Port 8050

lp Servidor 127.0.0.1

Enable the chat service. We will enable this service only if we have slaves in the same
network. The Android BpWinTerminal are considered slaves for all purposes.

The programmed port must be free of firewalls or with permissions for communication
between devices.

In server ip we will put the ip of the Master PC.

In this type of installation where there is a Master and n Slaves, we only need a fixed IP in
the MASTER.

O Enables the chat service in its negative value if no Slave or Android BPWinTerminal
equipment is available.

Panoramic Camera

Refresh time 500
Take photo automatically
Photo Route C:\fotos

Refresh time sets the time in milliseconds that snapshots are taken in the camera defined
as panoramic.

In the M value of snapshot automatically saves this snapshot in the destination Photo Path
folder as license_ntkt.jpeg.
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Camera License Plate Reader

Percentage of valid reading 85

Minimum character height 20

In order for a camera-read number plate to be considered valid, the reading percentage
must be greater than the set value and the height of the character read must be greater
than the set value. If this does not occur, the number plate reading is rejected.

O Activate logs

Activate the test function at its value M where it writes us text files with the date format of
everything that passes through the program routines.

This is especially useful for locating faults or processes that have not executed correctly.

O Activate VPAR logs (Technical Service)

Activate the number plate recognition test function in its M value where it will create an
analysis file for character heights and percentages. Once the appropriate percentages
have been programmed, this option must be set back to its value OI for the correct
performance of the program.

8.3 ENTERPRISE TAB

Alternative Printer

Printer Name: MiNombrelmpresora Q

Format MiRutaFormatolmpresion Q

Reprint all tickets on this alternative printer.

Save ticket as PDF

Printer Unmemorised

Printer Name: MiNombrelmpresora Q

Format MiRutaFormatolmpresion Q

In this Tab we configure the alternative (weighing history) printer. a). Pulsing over Q ho

dialogue box opens so that we can choose the name of the printer from those installed

on the system. We can also search for a ticket format for the alternative printer. Q.
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O Reprint all tkt by this alternative printer.
In its 4 state, it automatically reprints the scale tickets in the format and on the selected
alternative printer.

NOTE : If reprinting is chosen it will be printed automatically without being displayed on
the screen, as this option is intended for unattended operation.

O Save tkt as PDF
In its state ¥ creates a PDF of the scale tickets in the format and for the chosen alternative
printer automatically. They are saved in the folder TiquetPDF.

NOTE : The file name is the ticket number,

In the same way we can configure the format and the printer of the weighing WITHOUT
MEMORISING.

8.4 TAB Access

O Activate access control
Activates the access control function at its M value. This check only serves to temporarily
deactivate the access control, since, even if it is set to a positive value, it does not work if
we do not have a licence.

8.5 TAB Languages
This Tab allows us to change the language of the programme to the one we select.

Select language

Castellano

Castellano
Catalan
Inglés
Francés

Holandes

Etc
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If you need any additional language, please contact Epelsa Group.

8.6 TAB Auto

This tab allows the configuration of different aspects that have process automation in
common.

Auto Emailing

email micorreo@gmail.com

Password asdfasdf1234

Host mihost

Port 8054 O SSL

Send an email to O Customer O Carrier O Driver

If we configure our email data correctly, when we weigh, the program automatically sends
an email to the fields that we have marked with the value i, this email is sent attaching a
copy of the ticket.

Note: For the email to be sent, it is necessary that the "email" field of the corresponding
customer, transporter or driver cards is filled in with a valid email address. If the "email"

field is empty, the email will not be sent.

Free fields

Set Name H

Save free field v |0
Positions to be saved |Product code v Product Name v
Compare against Product code in history. v

Set the desired name for the free field and press to change in the database.

The field "Save free field" must be empty, if it is not, the fields destined to "free field" in
the weighing history will be filled with the values of the weighing that we have selected in
"positions to save". In the weighing history form there is a "compare" button, which allows
you to filter the fields that have been modified in comparison with the "Compare against"
field. (Security functionality requested by a client).

O Convert read hexadecimal values to decimal values.
At its value M all cards read by the program will be converted to decimal value. In
addition, a prefix "00" is always added to cards external to ENI systems.
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FAREWELL MESSAGE
FAREWELL MESSAGE

8l

Message dismissed | EXIT

In ENI systems, a message is sent to the indicator when the weighing is saved. The output
message is set in this field. If the value is left blank, the program sends the DESTINATION
text that is selected.

IN OUT FILES

O Self-reading. IN files O Allow unmemorised number plates
O Create Auto. OUT1P files

O Create Auto. OUT2P files

*See operation in document |O FILES.

O Auto reading. IN files
Enables/Disables the option to read the IN file.

O Create Auto. OUT1P files
Enables/Disables the write option of the OUT1P file.

O Create Auto. OUT2P files
Enables/Disables the write option of the OUT2P file.

O Enable non-stored number plates

In its value M, automatic weighing is allowed (camera, pullfile, infile) even if the number
plate is not in stored number plates. This option overrides the launching of non-stored
number plates to the Ul (User Interface), as no user intervention is required for weighing.
The default data for automatic weighing will be obtained from the first record of pre-
recorded number plates. It is important to create the first record with the default data that
we want to be recorded.

In its value O the program will manage the unrecorded number plate in its usual way.
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Automatic weight range 1000
Weight cycles Automatic 7
Auto Reset Cycles 0

® Auto set License plate not memorised

® Prioritise number plate reading

Automatically selected company

In BPWin+ assisted operation (via cameras or pullfile), once the number plate has been
detected, the programme proceeds to weighing provided the following conditions are

met:

- The scale weight value must not fluctuate more than the Automatic Weight Range for
the number of cycles defined in Automatic Weight Cycles.

- If this condition is not met, the countdown restarts until the weight stability criterion is
reached.

By adjusting these values, we can prevent the weighing from taking place while vehicles
are entering the scale, even if the number plate has been read correctly.

With the parameter Auto reset cycles other than zero, the scale will not wait for
unloading before accepting number plates again. Instead, it will count the programmed
cycles and return to the number plate insertion mode.

With the parameter Auto set unstored number plate activated, as soon as the weight
exceeds the minimum weight, an unstored number plate called "AUTO PRINT" is
automatically assigned and printed according to the usual configuration criteria. The
printout will be made directly with the format and printer set to Printer without saving.

This print mode will also execute programmed actions, such as traffic light and barrier
control, file generation, etc.

Important note: If this parameter is activated and n auto reset cycles are programmed,
the program may enter a print loop if the set criteria are met.

With the parameter Prioritise number plate reading in negative value, the weighing is
prioritised as soon as the number plate is detected.

In positive value, priority is given to the card reading.

This is useful when in the number plate record there is a number plate programmed
which also has an associated card, allowing to define which of the two has priority.

Automatically selected company
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Automatically selects the company to which this team belongs. It is especially useful when
used in conjunction with the filter file filter1p.txt.

Example:
If the database is shared between different plants, this parameter will allow to display in
the user interface only the trucks of a specific company..

Brief explanation of the filter1p.txt file
The filter1P file has to be located on the scale node. If the file exists, apply the filter.

Example lines from the filter1P file:
In this example line you can see that a filter per company will be applied.

Select * from tprimerapesada where cmd LIKE "%M}7}0}1%"

In another example line it can be seen that a filter per scale will be applied.
Select * from tprimerapesada where idbascula=0
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8.7 TAB Style

It allows us to configure some parameters of the style of the forms..

Altura Bascula 80

&
Altura Bascula 10 o

Texto Tamano 10 Record
Pequefio

Texto Tamaiio 12

Normal

Texto Tamaio 16

Grande

/-'C')'- Night/Day Mode

/N Touchscreen/Normal

Grid Height . Allows us to set the spacing between data in the programme grids.
Especially useful for fully tactile environments.

Scale Height is there for the adjustment of the program with the space reserved for scale
in case it runs on a CT12 indicator.

Text Small Size., Allows us to modify the size of the small font.

Text Small Normal . Allows us to modify the size of the normal font.

Text Big Size . Allows us to modify the size of the large font.

DD Allows to choose the colour of the user interface between light and dark.

=)

Activates or deactivates the touch keyboard functions.

@ Saves the style settings.
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8.8 TAB Guided Mode

(&) Normal/Guided mode

Guided Mode High Item 10
Ancho Item Guided Mode |10

Scalew |12
Fields and order 16

Table « @

Selected data

E Rubber selected item

o Guided Mode When this mode is activated, the user interface will request the data
sequentially, following the order previously configured in section

Fields and Order.

Item High Guided Mode Allows us to configure the height of guided
mode screen items.

Guided Mode Wide Item Allows us to set the width of the guided mode
screen items.

Associated scale Scale to which the guided mode is associated

Table from which we want to be asked for data @ bressi | he d
ressing selects the data

Selected Data
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8.9 TAB Auto Export File

AutoExpor

O AutoExport (only with professional Hora 23 : 00
licence)

Export Route

Report .rp16

File name
Prefix Format Date Suffix Extension
entry yyMMdd suffix .CSV
Separator field (Ascii Code)
> o Headers / No Headers @
Save

If M AutoExport is checked, a weight history file named dia.csv will be automatically
generated in the path specified in Export Path, at the time set in the Time field.

This is especially useful in installations where automatic export of weights to other
systems via a flat file is required for processing.

Report .rp16

Here we select the file containing the export structure. This structure is configured in the
Programmabile lists option, where the fields to be exported can be chosen and saved in
a file that can then be selected from this section.

File name configuration
The file name is fully configurable using the following structure:
Prefix + Date format + Suffix + Extension

In the Separator (ASCII Code) field, the ASCII character that will act as a separator for the
exported fields must be indicated.

o Headers / No Headers
With this switch we select whether we want to print the headers in the export.
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9. #/~ DATA EDITING

Edition
OEAxAd0Dea >0 a 86 A
Buscar v Y

-
!

Salir

R
>

Editar

El

Borrar

Export.

Fe

Export.

&

Import

e
SINCINO

From Menu / Edit we access the different data tables.
Description of the common buttons in all the editing forms:

Add new record

Edit selected existing record

Delete selected record

Performs the search by typing according to the field and value of the selected filter.

Performs an export in .csv format of the table we are in.

Performs a custom export

Performs an import to the table from a file in csv format.

© 3B ~ERME

E_) Exit the editing form

O 2230 &1 >0 38 8

Usuario  Empresas Tipo Clientes / Productos Trans- Conduc-  Origen Destino Libres Remol- Conte- Matri- Accesos
Pesada Prov. portistas tores ques nedores culas.
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By clicking on the different icons in the bottom bar, you can access the different forms for
data editing.

o Companies

Access from the Side Menu [Datos / [ JCompanies / OEditar

| s Empresa

§ Cddigo 0 Nombre RECICLADORA DE VIDRIO SL.

Linea Cabeceral

1]

Pie de Tiquetl

i}

Linea Cabecera2 CIF: BS Pie de Tiquet2

B 0
B B

Linea Cabecera3 Movil: 699 999 999 Pie de Tiquet3

Linea Cabecera4

i

Pie de Tiquet4

g

Linea Cabecera5 Pie de Tiquet5

1]
i}

Ruta Logo CiUsers\Leandro\Desktop\EPELSA_PROYECTS\ogosEpelsallogo_blancc Q.

Ajustar No

EPELSA

N Tiquet
12452

Fill in Code and Company Name

In Header Lines 1 to 5 are the lines of text that will appear in the header of the
ticket.

In Ticket Footer Lines 1 to 5 are the lines of text that will appear at the End of the
ticket.

In the Logo Path, we will use the magnifying glass to search for the path where the
company logo we want to include in the ticket is located (except for ENI equipment
designs).

Set Logo Yes / No

In the Counter tab we have the counter of this company.

DSaves the changes made.
I:IExit the file.
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From Side Menu [ Patos / Users / [1Editar

|

® Usuario
§ Codigo 0

Nombre EPELSA

Password 762 Editor

Enter Code and Username.
Enter password.
Choose Access Level for this User

o Hide User Yes / No
m Saves the changes made.

E_) Exit the file.
E Types of Weighing

From Side Menu @ Data / x Heavy Type / r—" Edit

| X Tipo de pesadas

§ Cadigo 1

Nombre ENTRADA

Enter Code and Heavy Type.
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S» Suppliers / Customers

o)
From Side Menu @ Data / =® Customer/Supplier / r—" Editar

2, Edicion Cliente/Prov.

§ Codigo 18

Nombre CLIENTE 18
Direccién

Poblacion MADRID
N.C.Bancaria

Email

Texto 1

Texto 2

Texto 3

Texto 4

Texto 5

Tipo Solo cliente
Cliente y proveedor
Solo cliente

Solo proveedor

Enter data and choose whether you are a customer, supplier or both.

-I:I- Products

From Side Menu @ Data / -I:I- Product / r—" Editar

B  Edicién de Producto
@ Cadigo 17 =
Nombre CHATARRA

Texto0 170405

Textol

Texto2

Textod

Textod

Texto5

Texto6

Texto7

Textod

Textod

Cod.Interno
Familia

EAN
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Product data entry S Transporters

From Side Menu @ Data / = Transport / |_—|IEdit

& Edicidén Transportista

§ Cadigo
Nombre
Direccion
Pablacién
Teléfono
mail
Textol
Texto2
Texto3
Texto4
Textob

grupo

i'\ Drivers

From Side Menu @ Data / LN Drivers / |_—llEdit

Entering carrier data

13
GRUAS RODRI SA.

CRTA. VALENCIA 69

MADRID Cp

649000000 Email

aaa@aaa.com

&, Edicion Conductor

§ Codigo 1

Nombre PEDRO MORATA OJEDA

@ Cp
Teléfono 1 g Teléfono2
Email
Textol
Texto2
Texto3
Textod

Texto5

Grupo

Driver data entry
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— Origen

From Side Menu @ Data / & Origen / |_—',Edit

A Tabla Origen

§ Codigo 1

Nombre GRAN CANARIA

Info

Introduction of Origin data.

2 Destino
From Side Menu @ Data / 2 Destination / |_—|’Edit

2 Destino

§ Codigo 3

Nombre LANZAROTE

Info

Introduction of Destination data
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“ Licence plates
From Side Menu @Datas / Cb Licence plates / |_—|IEdit

Introducimos la Matricula.

("Edicién de matricula SE0000Y

Notal We
Nota2

0 B =0
Campol
Ruta

Grabar

Sin automatico Sin fechas

Normal 0
Sl =@ @ PMAD Sin tara

v
v |

Cadigo Empresa Linea 1 Cabecera

0 RECICLADORADEVID.. C/LAS ROSASN265-0..

TRANSDI L. 1| RECICLADORA DE VID... | C/ LAS ROSAS N265 - 0... CIF: BO0000O |
\i‘ Conductor: 1

0 MORALES ARAGO

IF

14

e # &

write the weight of the"’_'b Vehicle Tare , if necessary, and with the switch

( D Tara ) we activate whether or not to use it in weighing.
We can also associateaRemolque tare, QContainer Tare or a = Free tare. All

the tarrifs will be summed up and displayed in the field 2T .

- =R & = 2T
Tara Vehiculo T.Remolque T.Contenedor Tara Libre Suma de Taras
Cards
Normal v E3 PMA 0 ©  Automatic weighing ©@  No

dates® No Tare

If we use cards associated with the registration, the card code shall be entered in

the field B cara.
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E Test Tarjetas

@ Ver ultimo

In the case of an ENI viewer, if the node configuration is already created correctly,
we pass the card through the ENI viewer and, if we press the button next to the
card field, the card code will be written in the corresponding field. (It is necessary
that the scale is selected in the work form and there is no vehicle on the scale).

In PM.A we shall enter the maximum authorised weight for this vehicle.

o Tare. Enables or disables the use of tare weighing.
o Automatic weighing . Enables or disables automatic weighing.

o No Dates . Enables or disables date locking.
If the date of the MOT or insurance is out of date, it does not allow weighing.

Select Normal Weighing by default (other options would be Multi Load, Multi
Unload).

Associate data:

We are associating data in the card of the number plate by clicking on the fields of
the left column we will see the associated table to be able to choose the record
that we want to associate.

" Edicién de malricula

Notal
Nota2

B0
Campol
Ruta

Grabar

Sin automatico Sin fechas

Normal o
Sin fara

v
Y |

Caodigo Empresa Linea 1 Cabecera Linea 2 Cabecera

0 RECICLADORA DE VID.. LAS ROSAS N265-0...

RECICLADORADE VID... | C/ LAS ROSAS N265-0... CIF: B0O0O0O0O0O I
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The Notes1 and 2 fields allow us to write any associated text for any comment or custom
application.

10. # WORK OPERATIONS

On the work screen there are 5 different zones:

Left-hand column: Main menu.

Selection of scales (if we have more than one) and display of the weight.
Display of data according to the pressing of the buttons in section 5.
Camera display.

Display of messages and selection of data to be displayed in zone 3.

uihAhwnh =

I;b Shows trucks in transit in zone 3.

Q‘ Chat

> Number plate reader
|:| Access Control

gl BP Win Plus Administrator — O %

® | i B.SALIDA

Usuario

=]

& Matricula |

Q
Peso

Nuevo Buscar Manual

I A

Histdrico

(]

Listados

=

(b

Utilidades

Usuario: RECICLADORA 0
25/02/2025 16:29:55 Entre vehiculo
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Select the scale with which you are going to weigh, if there is only one, there is no need
to select it.

Option A (by typing in the number plate directly).

Enter the registration number in the Registration box and click on *~ New.

gl BP Win Plus Administrator

@ [ i B.SALIDA

Usuario I

Datos

-

t» Matricula  M5000ACB

Jatos
Peso

Manual

s

L:::]

Historice
s

de

Brico

Lista

1T

It will search the database for a weigh-in-transit. If not, it shall search the number plate
table for associated data and display the First Weighing screen.

In point 1, we select in the left-hand column the data we want to modify and in point 2 the
table appears to select the data we are interested in.

( PRIMERA PESADA M5000ACB|
Notal
Nota2
50
Campol
Ruta

ST O
) 1020

i ORA DE VIDRIOS.L
= Tip 0

FALTAT. PESAI Nombre Paoblacion
SIN CONDUCTOR

0 SIN CONDUCTOR

1 MARIO MORALES ARAGO

10 ALEXANDRE SANCHEZ M...

11 ECHEDEY ANTONIO MON...

12  BADEL CABRERA LOPEZ

Once you have entered the data, click on @ Ok to record.
The item of the truck in transit will appear on the central screen.
All trucks in transit will be displayed here.
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55! BP Win Plus Administrator

@ i L] B.SALIDA

Usuarig

8

Datos

= Matricula

S 3 a

Nuevo Buscar Manual

Cp MS000ACB

Listados 5 18:05:50

£e3 0.FALTAORIGEN
Config.  *

To output it, when you return, you can click directly on the truck item and the form for
entering the data of the Second Heavy will open.

Modify the necessary data and click on the button. @ Save to finish.

( Edicién de pesadz en transito
Notal
Nota2

b0
Campol
Ruta

Grabar

FALTAT. PESADA Cadigo Nombre Paoblacién
» Proveedores :

VIDRIERAS S.A SIN CONDUCTOR
Producto : 0

SIN CONDUCTOR

1 MARIO MORALES ARAGO

10 ALEXANDRE SANCHEZ M.

11 ECHEDEY ANTONIO MON...

12 BADEL CABRERA LOPEZ

The image of the truck in transit will disappear, the ticket will be printed according to the
print settings and the record of the weighing will be saved.
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Option B: Pre-recorded number plate search with the Magnifier

Click on the magnifying glass button

Q) (&  BsALDA

Usuario
@ o Matricula \
Detos Q
Peso
Q Nuevo Buscar Manual

The search form for the number plates we have stored will appear.
You can use the search filter or select the entry in the grid..

Ediciéon de Matriculas

Y Buscar Malricula\ 4 Buscar

@ Accept, the weighing data entry form will appear on the screen with the data we had
associated with this licence plate.

PRIMERA PESADA

Notal
Nota2

0
Campol

- Y Empresa
Edicion de Empresas :

Cadigo Empresa Linea 1 Cabecera Linea 2 Cabecera

0 REC. VIDRIO | Gf LAS ROSAS N265-0... CIF: BOO000O

1 RECICLADORADE VID... CfLAS ROSASN265-0...
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Correct the data if necessary and press the button. @ Accept to end weighing.
In this example, the record of the weighing will be saved in table 1 Weighing and a new
item will appear on the display.

Option C: Weighing in automatic with ENI Indicator

In this case, the vehicle is placed on the scale and the associated card is swiped through
the card reader.

If the indicator is programmed to request the product code from the driver, the
equipment shall request it via the indicator display.

If this is not the case, the weighing will be carried out with the data associated with this
number plate, the record will be recorded and a ticket will be printed, depending on
whether it is 1st weighing or 2nd weighing, depending on what we have configured in the
node in the automatic printing section.

Option D: Automatic weighing with camera-based number plate reading.

Requires a Professional or Higher licence.

In this case, the vehicle is placed on the scale and, when the camera reads the number
plate, a search is made in the database and a weighing is carried out with the data
associated with that number plate, provided that it is authorised for weighing.

A ticket will be printed depending on whether it is 1st Weighing or 2nd Weighing,
depending on what we have programmed in the node configuration in the automatic
printing section.
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11. & TICKET PUBLISHER

From the side menu @ Configuration / Tickets Editor
From this form you can design the format of the tickets to be issued.

There are two formats: the generic format for printing from the printers available in the
Windows operating system and the specific format for ENI equipment.

Editor de Tiguets

Sechiz Digina
Docimants  Progisdades Alade (m]

Fusnta pordedects.
Mok Sara S

Harmrentz e stiey
Sadezorada

We can create an unlimited number of formats.

Sample templates are available so that you don't have to start from scratch when creating
a design.

Editor da Tiguats = |

Archivo | Pdgina
| Plantilas Ejemple v |
Abair e formiatos

EniTemplate_1.g
GenericTeelTemphitelg ||

#Linea 1 Cabecera |
Guardar Plantilla cerme

#Lmea I Cabacera
ol =linea 3 Cabecera
f ZLinea 4 Cabecera
Fechal: |[=Fschal Fecha?, | =Fechal | [H Tepnat | [ Tigaee ]
Hesamientas ce cligueta |NE TP ||#Bas 1P | INB, 2P; |#Bas iF | [Tipo pasada | [ET.Pisnida |
Selecansds |."|Iairixula: | #hlatricula |nfat Romodque | [=niar Remoiqus |
[Produsta: #Cod Prod [#Produscte |
X [cHeProv: | [#CoaCh | #CLiemte. |
|'F‘rm'r!dm-.
Transportista; || #Cod Trans, | #Transportist
Conducrar: | |#Ced Cond. | 2Comductor
Clrculte: ||-"'wéw Blmao
Nonas: | #oeal
=Notal
|Bruto: |#Bruto Kg.
Tara: | #Tara [Kg. |
Neto: |[#Neto | Kg. |

We can add or remove fields, move them around, change the font.
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Bechie Phgea

Documerts Frociedades
A frew et
Add group
Usuarios
Tipo de pessciss
Productos
Chientes y provesdores
Transperistas
Conductorns
Wsricula:
Empresaz
Tobla Prirmers Pesads
Tabla Origen
Tabia Remciues
Tebla Textos
Desting
Comandes
Contenedores
gusingt
Tebla Segunds Pesads
Tabta Vehiculos Accese
Tl Registros Arceso

In the ENI format, we can add or remove fields, change the position and font.
We can also save the format with a custom name using the "Save as" option.

#linea 1 Cabecera

anchive  Paging

User Manual BP WIN Plus Touch v2

Fecha?
Thesaa
CodPrea,
Producta
Codli.
Cliente.

Hi Chente.
tige di,
CodTan:
Taspotisty
CodCond
Conductar
Hetal
Hota2
CodQbra
Obra

Mt Remalque
Daserip Reenelgst
Terto Libe |
Terto Libe 2
Tipo Peseds
Buto

Tara

Heto

Eacl?
Bas2p
Empresa
Usnaarie
EManusllP
EManuallP
Bredia
]

Ease

Ietor: =Cod.
-l
=Nota

#linea 3 Cabecera

#linea 4 Cabecera

F.1P:#Fechal

F.2P:#Fecha2

M.Tiguet: #N.Tiguet

Matricula:

#Matricula

Tarjeta:

#Tarjeta

C.Prod. :#Cod.Prod.

#Producto

C.Cliente:#cod.cli.

#CLiente.

PF.Bruto:

#Bruto Kg.

Tara:

P
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12. BY LISTED

From the side menu:lzI Listed
From this form, we can select different types of listings.
First, we select one (for example, Listing by Customer/Product).

Listados =
FILTRO Listados ~ Listados Memoria Homologada ~ Gréfico
de % [E J5) 100

’ Listados
Fecha Fin Nose h cspecicad l g do a defnicin derorne FILTRO —‘ta dos [T e R e

nar Campo

Por Matricula A EIEEE 0% B

CLGET L 06/02/2025 00:00:00 E~ ‘ 7 Alarie ;‘ - Cliente/Producto
GEEELS N 76/02/2025 23:59:59 [+ Por Producto 3 Cliente/Producto_2 ome

Seleccionar Campo Por Transportista  * Cliente/Matricula
Filtro Cargado Q Por Proveedor o Cliente/Transportista
Origen o Cliente/Producto(Nota1)
Por Tipo 4
Por Destino 4

Y

FILTRAR

We can then filter the records by date and by different fields.

FILTRO Listado
FILTRO

EECLENNT 26/02/2025 00:00:00 [~ Productos | e i
e 26/02/2025 235959 [+ Lista e ¢ ‘ Frsmfn

Fecha Ini.

nar Campo Producte: Codigo Nombre Comandos _Famiia nar Campo

Cliente: To FALTA PRODUCTO

0 0 0
Transporti
CALCIN BLANCO
10 CiN A“IBARMUELLE 0 0
Producte iN VERDE MUELLE
RECHAZO

Filty Cliente

Proveedor

KSP RE( ) GRUESO

KSP RECHAZO FINO BUENO

SP RECHAZO FINO MALO

Y

FILTRAR

N Tiquet

FILTRAR
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To print press:

FILTRO

ECIEVUTR 16/07/2024 00:00:00 [+
GECUEN LI 06/02/2025 2359:59 [+

ar Campo

Filtro Cargado

To export press:

FILTRO

ECUEN T 16/07/2024 00:00:00 B~
ECUEN U 26/02/2025 23:59:59 [~

onar Campo

Q Frodu

Print design press:

FILTRO

Fecha Ini 16/07/2024 00:00:00 [EH~
(EECLENRTN 26/02/2025 23:59:69 [~

onar Campo

Listados

Listados  Listados Memoria Hol ﬂr- Gréfico

1 de 2~ b M @ | B M- | 0% -

Listados Cliente/Producto

Fecha ini. : 16/07/2024 Fecha Fin : 26/02/2025 23:59:58

Producte: Todos Matricula: Todos
Cliente: Todos TipoPesada: Todos
Transportista: Todos Cod.Prod.: Todos
CodCl.  CodProd. Fecha2 Matricula  N.Tiquet
Cliente: INTERNACIONAL BCH S.L.
17 Producto: CHATARRA

18/07/2024 7.5422  BBEBMDK 12013 Supa

22/07/20247:1525  BBBEMDK 12082 supa

Listados

Listados  Listados Memoria Homologada Wﬁco

1 de2~ b M S EDE- 0%
Exccel |

Listados Cliente/Producto PDF
Fecha Ini. : 16/07/2024 Fecha Fin : 2§ Word
Producto: Todos Matricula: Todos
Cliente: Todos TipoPesada: Todos
Transportista: Tedos Cod.Prod.: Todos

Cod.Cli. Cod.Prod. Fecha2 Matricula  N.Tiquet

Listados
Listados Listados Memoria Homolo ‘e’ a  Grafic
1 de 2~ b Pl @ iz B 3 =

Listados Cliente/Producto

Fecha Ini. : 16/07/2024 Fecha Fin : 26/0202025 2
Producto: Todos Watricula: Todos
Clients: Todos TipoPesada: Todos

Transportista: Todos Cod Prod.: Todos

Cod.Cli. Cod.Prod. Fecha2 Matricula
Cliente: - INTERNACIO
7 Producto: CHATARRA
18/07/2024 7:54:22 82170

To delete or add details of displayed records press:

FILTRO

Fecha Ini 16/07/2024 00:00:00 [+
ECEN U 06/02/2025 23:59:59 [~

onar Campo

User Manual BP WIN Plus Touch v2

Listados

Gréfico

Listados  Listados Memoria Homologada

1 de 2~ b Bl @ | & B afE-] 100% =
| Excel
Listados Cliente/Producto PDF
Fecha Ini. - 16/07/2024 Fecha Fin : 26 Word

Producte: Todos Matricula: Todos
Cliente: Todos TipoPesada: Todos

Transpertista: Todes Cod.Prod.: Todos

0 Cod.Cli. Cod.Prod. Fecha2 Matricula N.Tiquet
Cliente: INTERNACIONAL BCN S.L.
7 Producto: CHATARRA
18/07/2024 75422 ggesmDK 12013 sU
22072024 7-15:25 888BMDK 12082 Sur
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13. & HISTORICAL WEIGHING TABLE

Access from Side Menu Weighing history.

From this form, you can view the records of the weighs carried out.

You can filter the searches by dates or by any field selected in the search filter, view the
data on screen or print a customised list in .pdf or .csv format.

It is also possible to reprint any weighing record.

Weighing history table
;ﬂggggg : |:| Busca Enrolment Qp Dj @ @ @ E_)

r v

Filtro Editar Borrar Print Print Salir

& = OB B ©

Export Export Enviar Foto1 Foto2

Search by selected filter
Search between selected dates
Export

Export the filtered records to a CSV formatted file
Print customised lists

Edit or modify weighing record.

Opens a form to modify the data of the record.

Delete the selected weighing record.

Print the selected record by the automation printer or by the manual printer.
Alternative printer

View first weighing photo

PRIPPERE ELL
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14. Ee CUSTOMISED LISTS

As each client needs the information presented and grouped according to their
requirements, and as not all such groupings are available in the BPWin Listings
programme, the BPWin+ programme offers the possibility of configuring multiple
customised listings.

To do this, we can configure as many listings as the client wishes through the
customisation form.

The Custom Listings form is accessed from the main screen.

Currency Lateral / @ Configuration / l:?'o Personalised Listings.

This form allows the configuration of any data list in the programme, including all tables
and columns within them, as well as offering two levels of grouping. Depending on what
is programmed in the different fields, the list will show the information in one way or
another, so special emphasis must be placed on checking that the programming coincides
with the way we want to see the information.

We will be able to run our listings from the button |—‘T|9 in any form where it is found.

Submission of the form

List Editor
Table v ———
® -~ 1 ®
Title New Edit Borrar Salir
Listing

The options offered by the form are the creation of a new list, the edition of an existing
list or the deletion of an existing list.

For any of the three options, we must first choose which table we want to work on (for
example, SECOND HEAVY).

To create a new list, select the table we are going to work with, write the title of the list

and click on the button@ New.
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To edit an existing listing, we only need to select the table and click on the Edit button.
Once this is done, a new form will open, allowing us to select among the existing listings
of the table. By selecting the list and clicking on the Open button, the data will be loaded
into the form, allowing us to edit the current data of the list.

To delete an existing listing, we only need to select the table and click on the Delete
button. A new form will open allowing us to select from the existing listings of the table.
By selecting the list and clicking on the Open button, the list will be permanently deleted.
WARNING: this operation is not reversible.

Once a list has been opened for editing or a new one has been created, the new elements
will appear in the form.

List Editor
Table |SecondHeavy v @ “ ﬁ ®
Title  |myreporte Nuevo Edit Borrar Salir
Listado
C:/BPWinPlus/reportes/myreporte.rp16
Z1 v + m v Varios
A
Cod.Cli grupar True
Alineamiento 0
Cliente 72 Ancho 10
Collndex 7
CodPro Descriptivo Cod.Cli
Producto Formato
Subagrupar False
Matricula Sumar False
Fecha Valor
echa SubSinDetalle False
Neto
Z3
II I
Grabar

* The data that fill in the boxes are examples.

Z1 - It allows us to choose which column we want to add to the list.
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Z2 — Shows us which columns we have in the list. Selecting the column shows us its
properties.
Z3 — This area allows us to edit the properties of the selected column at will.

I - Saves the current listing and its modifications.

Description and use of the properties of each columna

Group

The lists can simply be an enumeration of the fields we want, but sometimes we need
equal values to be grouped together.

Examples of use:
- Example 1: We want to show all the articles of the same family (table products).

- Example 2: We want to show all the registers of a number plate (second weighing
table).

- Example 3: We want to show all the daily records (second weighing table).

- Example 4: We want to group the weighings by product (second weighing table).

- Example 5: We want to group the weighings by customer (second weighing table).
For this purpose, on the column to be grouped, we will set the value to TRUE.

The program ignores any additional grouping and ignores the grouping property of the
list once it has read the first grouping column.

Alignment
Possible values: 0 1 2

midato midato midato
Ancho

This is the percentage value that the selected column occupies within the list. The value
100 indicates that it occupies the entire width of the page and the value 5 only 5% of the

page.

The sum of all the columns must not exceed 100% in order not to obtain oddities in the
printout.
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Sometimes we may want to add a column to group, but not represent it in each of the
records, in which case the width value should be 0 so that the column is taken into
account in the list but is not represented in the records.

Colindex

Indicates the index in reference to the table that occupies this column, ignore the value as
it takes the indexed column correctly. Manipulate the value only experts.

Descriptive
This is the title of the column containing the data.
Format

Sometimes we are not interested in presenting the information as it is recorded but
through a presentation style, in these occasions we use the format property.

The format is dependent on the data value of the column, i.e. you cannot apply numeric
formatting to text columns, or date formatting to number fields.

Sometimes we are interested in grouping by date, but when we do it we realise that the
records do not join, that is because we have not formatted the date correctly. You have to
think that grouping only groups EQUAL data and that 12/12/2023 11:39 is not equal to
12/12/2023 12:14. However, using the format dd/MM/yyyy both data become 12/12/2023
and then they are equal and are grouped together.

Some examples

0,000 for numbers will display the value 21520 as 21.520

dd/MM/yy for date will display the value 12/12/2023 11:39 as 12/12/23
For more information see FORMATS ANNEX.

Subgroup

The lists can simply be an enumeration of the fields we want, but sometimes we need
equal values to be put together at several levels.

Examples of use:
- Example 1: Customer/Licence Plate (Group by customer, subgroup by licence plate)

- Example 2: Customer/Product (Group by customer, subgroup by product)
- Example 3: Product/Customer (Group by product, subgroup by customer)

- Example 4: Customer/Day (Group by customer, subgroup by day (date format
dd/MM/yy))

For this purpose, on the column to be subgrouped, we shall set the value TRUE.
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The program ignores if there are "n" subgroupings by ignoring the subgroup property of
the list once it has read the first subgrouping column.

Add

Subgrouped values of columns with the Sum property set to TRUE shall be summed in
each subgroup and also in each grouping.

Especially useful for obtaining totals.
Value

Field not used, not used.
SubGroupWithoutDetail

If the column has the SubGroupWithoutDetail value set to TRUE and the
SubGroupWithoutDetail value set to TRUE, each detail line will not be printed making the
report shorter. Especially useful for totalisation reports where the details of the individual
weighings are not important.
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We use the columns code (width 25%), name (width 50%), family (width 25%).

Code Name Family
0 General product 0
1 Golden apple 1
3 Lemons 2
2 Fuji apple 1

Example of a list of items grouped by family.

Same fields as the previous example. In family we set group and subgroup to TRUE.

Family O

Code Name Family

0 General product 0

Family 1

Code Name Family

1 Manzana golden 1

2 Manzana fuji 1

Family 2

Code name Family

3 Limones 2

Example of a personalised list.

Enrolment (20%), ntkt (20%), Product(20%), Date(20%), Net(20%)

Ungrouped data with weight column Add to TRUE

Enrolment ntkt Product Date Weight

9995DGS 5 Limones 22/03/2017 12000

0839JWV 6 Manzana golden 22/03/2017 11000

9995DGS 7 Manzana golden 22/03/2017 12000

0839JWV 8 Limones 22/03/2017 13000

9995DGS 9 Limones 22/03/2017 12000
60000

Same data with Enrolment group TRUE, Product subgroup TRUE and Weight add TRUE.
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Enrolment 9995DGS
Enrolment ntkt Product Date Weight
Product Lemons [2 reg]
9995DGS 5 Limones 22/03/2017 12000
9995DGS 9 Limones 22/03/2017 12000
24000
Product Golden apple
9995DGS 7 Manzana golden 22/03/2017 12000
12000
Enrolment 0839JWV
Enrolment ntkt Product Date Weight
Product Manzana golden [1reqg]
0839JWV 6 Manzana golden 22/03/2017 11000
11000
Product Limones [1reg]
0839JWV 8 Limones 22/03/2017 13000
13000

Same data with Enrolment group TRUE, Product subgroup TRUE, Weight add TRUE and

SubGroupNoDetail to TRUE.
Enrolment 9995DGS

Enrolment ntkt Product Date Weight
Product Limones [2 reg]
24000
Product Manzana golden
12000
Matricula 0839JWV
Enrolment ntkt Product Date Weight
Product Manzana golden [1reg]
11000
Product Limones [1reg]
13000
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Anexo Formato

Date symbols

Symbol Range

ad 1-31 (day of the month, without leading zero)

dd 01-31 (day of the month, with leading zero)

w 1-7 (day of the week, starting with Sunday = 1)

ww 1-53 (week of the year, without leading zero; week 1 starts on 1 January)
m 1-12 (month of the year, without leading zero, starting with January = 1)

mm 01-12 (month of the year, with leading zero, starting with January = 01)

mmm  Displays abbreviated month names (Hijri month names have no abbreviations).

mmmm Displays full month names

y 1-366 (day of the year)

yy 00-99 (last two digits of the year)

Yy 100-9999 (three- or four-digit year)

Time symbols

Symbol Range
h 0-23 (1-12 with "A. M." or "P. M." appended) (time of day, without leading zero)
hh 00-23 (01-12 with "A. M." or "P. M." appended) (time of day, with a leading
Zero)
n 0-59 (minute of hour, without leading zero)
nn 00-59 (minute of hour, with leading zero)
m 0-59 (minute of hour, without leading zero). Only if preceded by h or hh
mm 00-59 (minute of hour, with leading zero). Only if preceded by h or hh
s 0-59 (second of minute, without leading zero).
ss 00-59 (second of minute, with leading zero).

Different formats for different numerical values

A user-defined format expression for numbers can have between one and four sections
separated by semicolons. If the format argument contains one of the named numeric
formats, only one section is allowed.

It is used The result is
One section  The format expression applies to all values.
only

Two sections  The first section applies to positive values and zeros, the second to negative values.

Three sections The first section applies to positive values, the second to negative values and the
third to zeros.

Cuatro La primera seccion se aplica a valores positivos, la segunda a valores
secciones negativos, la tercera a ceros y la cuarta a valores Null.
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Different formats for different chain values

A format expression for strings may have one section or two sections separated by a
semicolon ().

It is used The result is
Only one The format applies to all string data.
section
Two sections  The first section applies to string data, the second to Nully string values of length
zero ("").

Named date and time formats

The following table identifies the predefined date and time format names.

Nombre de Description
formato

General Date Displays a date and/or time, e.g. 4/3/93 05:34 P.M.. If there is no fractional part,
displays only a date, e.g. 4/3/93. If there is no integer part, displays only the time, e.g.
05:34 P.M.. The display of the date depends on the system configuration.

Fecha larga Displays a date according to the system's long date format.

Fecha media Displays a date in the median date format appropriate for the host application
language version.

Fecha corta Displays a date in the system short date format.

Hora larga Displays a time in the system long time format; includes hours, minutes, seconds.

Hora media Displays the time in 12-hour format with hours and minutes, and the AM/PM
designator.

Hora corta  Displays a time in 24-hour format, for example, 17:45.

Named numeric formats

The following table identifies the predefined numeric format names.
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Nombre de Description
formato
Numero Displays the number without thousands separator.
general
Moneda Displays the number with the thousands separator, if applicable; displays two digits
to the right of the decimal separator. The result depends on the regional setting of
the system.
Fijo Displays the minus one digit to the left and two digits to the right of the decimal
separator.
Estadndar Displays the number with the thousands separator, at least one digit to the left and
two digits to the right of the decimal separator.
Porcentaje Displays a number multiplied by 100 with a percent sign (%) appended to the right;
always displays two digits to the right of the decimal separator.
Cientifico Uses standard scientific notation.
Si/No Displays No if the number is 0; otherwise, displays Yes.

Verdadero/Fals Displays False if the number is 0; otherwise, displays True.

(0]

Encendido/Apa Displays Off if the number is 0; otherwise, displays On.

gado

User-defined string formats

Use the following characters to create a formatting expression for strings.

Character

Description

Character placeholder. Displays a character or a space. If the string has a character in the
position where the hash mark (@) appears in the format string, it displays it; otherwise, it

@ displays a space in that position. Placeholders are filled from right to left, unless there is
an exclamation point character (!) in the format string.
Character placeholder. Displays a character or nothing. If the string has a character in the

& position where the commercial y (&) appears, it displays it; otherwise, it displays
nothing. Placeholders are filled from right to left, unless there is an exclamation point
character (!) in the format string.

< Lower case forces. Displays all lowercase characters.

> Uppercase Forces. Displays all uppercase characters.

Forces placeholder padding from left to right. The default behaviour is to fill
placeholders from right to left.
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User-defined date and time formats

The following table identifies the characters you can use to create user-defined date/time

formats.

Character Description
Date separator. In some regional settings, other characters may be used to represent the

0 time separator. The time separator separates hours, minutes, and seconds when

’ formatting time values. The actual character used as the time separator in the formatted
result depends on the system configuration.
Date separator. In some regional settings, other characters may be used to represent the

) date separator. The date separator separates the day, month, and year when formatting
date values. The actual character used as date separator in the formatted result depends
on the system configuration.
Displays the date as ddddddd and displays the time as ttttt, in that order. Displays only

C the date information if there is no fractional part in the date serial number; only the time
information is displayed if there is no integer part.

d Displays the day as a number without a leading zero (1-31).

dd Display the day as a number with a leading zero (01-31).

ddd Display the day as an abbreviation (Sun-Sat). Localised.

dddd Display the day as a full name (Sunday-Saturday). Localised.

ddddd Display the date as a full date (including day, month, and year) formatted according to
the system's short date format setting. The default short date format is m/d/yy.
Displays a date serial number as a full date (including day, month and year) formatted

dddddd according to the long date setting recognised by the system. The default long date format
is mmmm dd, yyyy.

w Displays the day of the week as a number (1 for Sunday to 7 for Saturday).

wWWw Displays the week of the year as a number (1-54).
Displays the month as a number without a leading zero (1-12). If m immediately follows

m h or hh, the minute is displayed instead of the month.
Displays the month as a number with a leading zero (01-12). If m immediately follows h

mm or hh, the minute is displayed instead of the month.

mmm Display the month as an abbreviation (Jan-Dec). Localised.

mmmm Display the month as a full month name (Jan-Dec). Localised.

q Show the quarter of the year as a number (1-4).

y Display the day of the year as a number (1-366).

yy Display the year as a 2-digit number (00-99).

yyyy Displays the year as a 4-digit number (100-9999).

h Displays the time as a number without a leading zero (0-23).

hh Displays the hour as a number with a leading zero (00-23).

n Displays the minute as a number without a leading zero (0-59).

nn Displays the minute as a number with a leading zero (00-59).

S Displays the second as a number without a leading zero (0-59).

ss Display the second as a number with a leading zero (00-59).

it Displays the time as a complete hour (hour, minute and second), using the time separator

defined by the time format recognised by the system. A leading zero is displayed if the
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Character Description

leading zero option is selected and the time is before 10:00 A.M. or P.M. The default
time format is h:mm:ss.

Uses the 12-hour clock and displays AM in uppercase with any time before noon;

AM/PM displays PM in uppercase with any time between noon and 11:59 P.M.
Uses the 12-hour clock and displays lowercase AM with any time before noon; displays
am/pm lowercase PM with any time between noon and 11:59 P.M.
AP Use the 12-hour clock and display an uppercase A with any time before noon; display an
uppercase P with any time between noon and 11:59 P.M.
Uses a 12-hour clock and displays a lowercase A with any time before noon; displays a
a/p lowercase P with any time between noon and 11:59 P.M.
Uses the 12-hour clock and displays the string AM as defined by the system with any
time before noon; displays the string PM as defined by the system with any time between
AM/PM noon and 11:59 P.M. AMPM can be lowercase or uppercase, but the case of the displayed

string matches the string that was defined in the system configuration. The default format
is AM/PM. If the system is set to the 24-hour clock, the string is usually set to a zero-
length string.

User-defined numeric formats

The following table identifies the characters you can use to create user-defined number
formats.

Character Description
None Displays the unformatted number.

Digit placeholder. Displays either a digit or a zero. If the expression has a digit in the
position where the 0 appears in the format string, it displays it; otherwise, it displays a
zero in that position. If the number has fewer digits than zeros (on either side of the
decimal point) in the format expression, displays leading or trailing zeros. If the number
0) has more digits to the right of the decimal separator than zeros to the right of the decimal
separator in the format expression, it rounds the number to as many decimal places as the
number of zeros. If the number has more digits to the left of the decimal separator than
zeros to the left of the decimal separator in the format expression, displays the additional
digits unchanged.
Digit placeholder. Displays one digit or nothing. If the expression has a digit in the
position where # appears in the format string, it displays it; otherwise, it displays nothing
(#) in that position. This symbol works like a 0-digit placeholder, except that leading and
trailing zeros are not displayed if the number has the same digits or fewer digits as #
characters on the side of the decimal separator in the format expression.

Decimal placeholder. In some regional configurations, a comma is used as a
decimal separator. The decimal placeholder determines the number of digits that
appear to the left and right of the decimal separator. If the format expression
contains only number signs to the left of this symbol, numbers less than 1 begin
with a decimal separator. To display a leading zero with fractional numbers, use 0
as the first digit placeholder to the left of the decimal separator. The

caracter real utilizado como marcador de posicion de decimal en el resultado
con formato depende del formato de nimero reconocido por su sistema.
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Character Description

(%) Percentage placeholder. Multiplies the expression by 100. The percent character (%) is
° inserted at the position where it appears in the format string.

Thousands separator. In some locales, a full stop is used as a thousands separator. The
thousands separator separates thousands from hundreds in a number that has four or
more digits to the left of the decimal separator. The standard use of the thousands
separator is specified if the format contains a thousands separator surrounded by digit
placeholders (0 or #). Two adjacent thousands separators or a thousands separator
immediately to the left of the decimal separator (regardless of whether a decimal is

@) specified) means "scale the number by dividing by 1000, rounding as necessary". For
example, you can use the format string "##0", to represent 100 million as 100. Numbers
less than 1 million are shown as 0. Two adjacent thousands separators in any position
other than immediately to the left of the decimal separator are simply considered to
specify the use of a thousands separator. The actual character used as a thousands
separator in the formatted result depends on the number format recognised by your
system.

Date separator. In some regional settings, other characters may be used to represent the
time separator. The time separator separates hours, minutes, and seconds when
formatting time values. The actual character used as the time separator in the formatted
result depends on the system configuration.

)

Date separator. In some regional settings, other characters may be used to represent the
date separator. The date separator separates the day, month, and year when formatting
date values. The actual character used as the date separator in the formatted result
depends on the system configuration.

)

Scientific formatting. If the format expression contains at least one digit placeholder (0
or #) to the right of E-, E+, e- or e+, the number is displayed in scientific format and E or
(E- E+ e- e is inserted between the number and its exponent. The number of digit placeholders to
e+) the right determines the number of digits in the exponent. Use E- or e- to place a minus
sign next to negative exponents. Use E+ or e+ to place a minus sign next to negative
exponents and a plus sign next to positive exponents.
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15. &é& Input files Output (I/O_Files)

This functionality is added to the programme and consists of processing the in file to
execute weighing automatically and exporting the out1p and out2p files when the
corresponding weighing is carried out.

This functionality is only operative under PROFESSIONAL LICENSE.

You can activate the automation of these files in Configuration>>General >> Auto.
Auto reading IN Files

Auto create OUT Files 1P

Auto create OUT Files 2P

.I= Operation and processing of files
When the automatic reading of the IN file is activated, the path configured in the IN file is

polled periodically (every 500ms). The path can be a shared folder on the network or it
can be on the server if the PC has sufficient access credentials.

The IN file can be configured so that the different fields of the database can be written to
the existing values left inside the IN file. If it is not possible to find a code or move the
field, the field will be moved to the first record of the same table (generic record), if it
could not be weighed (because the scale is empty for example) the file will be renamed by
adding a "_E" at the end of its name.

The field added in the file configuration by means of the button"® add id shall be written
to field L5 (free 5) of the database. This field shall be part of the name structure of the
OUT1P and OUTZ2P files.

The OUT1P file is created when the first weighing has been performed, as a condition for
creating this file logically no pre-programmed tare must be used in the number plate
table.

The OUT2P file is created when the second weighing has been performed.
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.I= FILE IN

File name structure IN

|

Vehi_Basc_N.csv

File structure IN

header_1; header_2; header_3; header 4; ..... header_n;
datal; data2; data3, data4; ..... data_n;

The fields of the file must be logical, as it is a first weighing, we must take the data from
the different tables that we need as if we were choosing them for the first weighing (we
must not take data from tables of in transit, second weighing, vehicle access).

.I= FILE OUT1P and FILE OUT2P

Filename structure of the OUT1P file

Licence L5 L5 MBascula_M.csv

File naming structure of the OUT2P file
License_L5_L5_N_Bascula_N.csv

Licence plate: data to be set in the vehicle's licence plate.

L5: data contained in the free field 5, it is recommended for this type of applications to set
the field L5 as not visible so that it cannot be manipulated manually in the weighing
process.

Scale: The scale number in BPWin+, where 1 is the first scale.

M: Letter "M".

N: Letter "N".

The field separator in the nomenclature is the character "_" HEX(5F) DEC(95)
OUT 1P and OUTZ2P File Structure

header_1; header_2; header_3; header_4; .... header_n;

datal ; data2; data3, data4; ..... data_n;

The fields in the file must be logical. As this is a first weighing, we must take the data from
the different tables that we need as if we were choosing them for the first weighing. (We

must not take data from tables such as "in transit", "second weighing" or "vehicle access"
in the OUT1P files).
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We strongly recommend that for OUT2P files only fields from the second weighing table
are used (although fields from other tables can be used if necessary).

K
g‘ File configuration form.

R
The form is accessed via the Side Menu @ Configuration / -3 IN-OUT FILE editor

The form looks as follows.

[ I 0

0
R
| (& [N/ OUT File Editor B ®p o

Save Exit

Edition of v

Route C:\iofiles\out . I:I I:I
Programme table v @ @D Mi campo libre number 1v I'[=

Table field v

Col:Matricula Varios v

Col:Cod.Pro Col.Index 1

Col:Cod.Cli Header Enrolment
Table.Index Ji§

1. The type of edition is chosen by means of the comboBox Edition of...

2. The input/output folder of Ruta must be chosen, for this purpose we will use the button
]

3. Choose the table and field you want to add and click on® , in case of files in there is
also the possibility to add any free field by using the button "8 we can also define in
which column the vehicle registration number is located.

4. The name of the header is changed to the user's liking.

5. Repeat steps 3 and 4 as many times as necessary. If you do not want any more columns
in your file, click on the button® .

Other options.

You must use the button© to delete an unwanted column.

To exit the form we must use the button ®. Caution: if you do not pressB on the changes
made have no effect.
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0. # BPWIN_PLUS INSTALLATION

The complete installation contains three folders with installation packages:
Folders:

mySql_worbench

InstallBpWinPlus_V X.X

DriversNeuralLabs_Vpar

1. # INSTALL MYSQL DATABASE

Go to mySql_worbench folder and run installation mysql-installer-
community-5.7.9.1.msi
Follow the installation steps.

License Agresment

Tor praceed you misl scosal the Qracks Sofvaaie Licenge Tems

EPIU GEMERAL PLELK LICENSE -
Weision 2, Jares 1551

O ey 1L () 19E5. 15571 Pt Bodaiie Fa et o, R,

51 Frarddin ., Frith Flaee, Bearden, BAR D2 7T0-13500 USA
Erry vt B peinalled 1o (o and dhitnltaile verbation capies
al thig lcenes dacumen, buk chonging i ic rai olowsd.

oftware—1n ks ure the sofbaare s iree far sl s users, Thic

Gonenal Pubdic Licen s apphes 1o me the Fige Saltwars

aundskion’s sofoware snd o ary okhar prog e whise sulhars comimid b
using il (S pther Fros Sofbwaie o defbwane is Eivvered by

e ML Libesy Gerssrsd Pubbic Licerge ingiead] Yau canoapply £in

o pragrams, ko,

fhen we apeak of fiee aofbwaie, we o refaming be froedom, nal price.
Licerges gredesigned o maskes e that you hays
s ol From romliog s (3 red charre (e This e
Heid = ol
[T] My Installer - w0
MySQL. Installer Choosing a Setup Type
Addin Timurity
Pleas= select the Setup Type thet suits your uss case.
@ Daw er Dedauli Sefup Type Decription
Installs 81l products nesded for ristolls the MySOL Sarver and the tools A

required for MyS0L application development.
This iz wsehal if you intend to develop
appiications for an existing senver.

M5O development purposes

) Servero
Installs oty e MySOL Server This Setup Type includes:
padu,
* MyS0L Server
) CHent oy
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Inatails ontythe MySCL Cliend
PO, wilkul & iarver

O Full
Installs all included WySCL
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) Custom
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* MyS0L Waorkbench
The GUI appfication 1o develop for and
manage the server,
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When you reach the Check Requeriments screen, press the run button to install the
necessary requirements.

Check Requirements

The Todkrere products haee fakng requirenstis. Theinetalerwil aiiemgl o solee some:
althin sstomatically. Faquimmants marked o marel connc ba mecbed ssiomatical k.
Click: on hoge fiene to ey and resakes ihem mana by,

For Fradhuct Refpinsment Hilig
Z WySOL Workbench 635 Mgl Weuad $-- 2003 Funtine,
2 WSO For ol 135 ‘oual Shud ic Tocl for Cffics 2000 i
O WL ForEood 135 Bopd for Cetice 2007 o higher i A, Plaruzl

'\thm.‘:r'fnuliwin 125 ‘Wnus Sudio vermon 2010, 2012, 2., Plureal
O WWEOL Faonc 1505 & yEOL.  Micrasalt Wisudl Tee 2003 Fustine,
O Cennscton/Python (34] 243 Pythen 34 nnot netlled Plareaal

Canced
g

MySQL. Installar Check Requirements

Mdding Cammuniky

Tha 3 sacaindng Tha inttalier wil abbampk 4o revckos sama
of thig pgtomatically, Reguinaments mared b manuel cannot be nsoleed sutamsticaly,
lick o= Soe e fo 4y and reschen them manuly.

For Przdert Faguirerrarn Seabun
{2 WyS0L Workzunch £.3.5 Microactt Woual C++ 2013 Rurdima..
2 M0 For Enoed 135 Winial Fudeo Toods for Dece 2070 5.
T WS04 For Bocel 135 Eccul for Office 2007 orhigher innct. Wanuad
O ML for i Tredio 125 Visual St wersion 2010, 2002, 2D, Wi

e
" Mol

zu il Bavw failling product sequinemaents. Hyou procssd, theas
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i
< Bak Esegube 1m Cancel
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Instaliation
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] MySOL Instalier

M}rS'E!L. Installer

bySOL Server 5.7.9

Type and Networking
Server Configuratsan Type

Chacse the cormect server configueation type for this ByS0L Server installation. This setting will
define how much system resources see assigned to the MySOL Server instance.

Cronfig Type: opment Machine w
Connectivity
Use the following controls to select how you would like to connect to this server.
b TERaR Port Mumber: | 3306
=] Open Firevsall port for network sccess
["] Hamed Pip= Pipe Hame  MYSOL
[ Shared Bemary Memory Name  MYS0L

Advanced Configuration

Sebect the checkbox below to get additional configuration page wheee you can set advanded
optians for this seneer instance

] Show Advanced Opticns

Cancel

In Mysql Root Password type EPELSA in capital letters.

] My 5L Installes

MySQL. Installer
N
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Accounts and Roles

Roct Account Password

Enker the peesvord for th store this passwoed in 2 seoure

[rermasssasernnrans

T

Passward Strength;  Strong

Wiy B0L Uhsr Agzeants

Create MyS0L uses adcountd for pour usees and applicsliond, Assign a rale to the uges thal
consists of a set of peivieges.

BFSCL Lsername Host User Rale At Liver
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Windows Senace
EA Coahgise MySOL Seree 35 5 Wirdtat Service
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W Sasdeed Frilem Sccoon!
Recemeended for maat stenanss
{71 e U

L peeng eoet JCCoend can be seleched For aohaprasd soeronos

7] WSl iratallan

MyS0L. Installer

S ,

Apply Sener Canfiguration

Presis [Enscule] 0o sppls the charges
Canfiguislian Sleps  Lag
Stopping S |# necereany]
Writing conligurstion fils

Upsdating fresal

) Windows pice [
Initiakning Datsbare | ¢ recescany]
Staring Seraer

applying secunty settings

Cregting iser sccaunis

Up=daiing Sfart Pera Link

Apply Server Canfiguration

Thee cardiguraiban ogenmian b sioppsd,
Canfigaritian Sleg  Lag

& Stopping S | recmny]
Writing conliquration file

Uipdating freaul

.1 pce [l il
Initinkning Datsbane |§ receeany]
itarting Seres

fppling secunty seting:

Creating user scoainie

aooocaaod

Upsdating Start Pere Lirk

Canfiguistianior By%CL Smver 279 hin akeesded. Piene <hik Finhhio
oarding,

Finkh
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[Z] Pty 500 Wnsnalber - »

MyS0L. Installer Product Configuration

Adding Cammunity

‘aell now malk Shroegh 8 configurstion wirard far ssch of the faliowing praducte.

‘Ezu can cancal ot anvy poirt o you wah to e thiv wizerd without configuring sl the

Erodut.
Frosust Shabur
WL Sarvr 573 Configuntion Complsts.
Sampies hrd Examzies 579 fieasy b Confgue

hat = Cancel

] myS0L Installes

MySQL. Installer Connect To Server

nd Examplas

Hare s the comipatible seners iratafled. IF raore than ore, please salect ore

SEreRr Archilélurs Srabug
MyS0L Server 5.7.5 el Runrérg

I give us the crederdials we should yse [needs to hawe oot priviieges), Click check to
make nee they woek.

Lges: ranl Credenliak proveded in Server conleyunticn

Priiword | sssssssasssnsssses 2

’ @i’ Cannecteen iutceiful, >

Mot > Caricel
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Apply Server Configuration
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2. ## INSTALAR BPWIN_PLUS

Go to the InstallBpWinPlus_V X.X folder.
Run Setup.exe
Follow the installation steps.

3. ## NEURAL LABS DRIVER INSTALLATION

(Only if number plates are to be read automatically by cameras)

Install Neural Labs Drivers if you are going to use number plate reading cameras.
If yes, go to the DriversNeuralLabs_Vpar folder.
and run VPAR_WIN_7.22.0.0.exe
We continue with the installation:

4. /# CREATION OF STRUCTURE

Once the packages are installed, run BpwinPlus (There is a shortcut on the desktop).
It will detect that there is no database and will ask if you want to create it for the first time.
We say yes and the database structure will be created.

Once the structure is created, it will ask for Username and Password.

BP WIN PLUS

User= EPELSA
Password= 762

DEMO Mode

From this point we can activate the DEMO mode.

0%
(From Side Menu / @ Help / "™ Demo Mode) to test functionalities or go to the
License activation form.
If we activate the DEMO mode it allows us to create Nodes and connect scales, but it
randomly varies the displayed scale weight allowing us to test functionalities, but
modifying the real weight values.
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5. # LICENCE ACTIVATION

From the Side Menu go to @ Help / O Activate License
A form will appear to enter the data and enter the activation key.

Internet connection required during activation.
We fill in the fields:

Company, Nif ,City, Country, Email

Enter the licence number provided for activation in the
Installation key box.
Click on the Activate button.

Activar

We wait a few seconds and it will show us:
License Activated

Then restart programme

« Closes the form and returns us to the main form.
If you do not have internet access, you must make a phone call to obtain a

temporary code to display a telephone activation form and a telephone licence
(valid during the day).

When we have this code we click on the button {Q and enter the code

APLICACION
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The telephone activation form will appear,
enter the telephone licence number supplied
by the manufacturer in the boxes and click the
button.

Generate Licence.

6. # LICENCE TYPES

* Unlicensed.( Administration) (0)

o Allows connection to a database for data entry or visualisation of
weighing operations.

« Slave (1)

o This licence allows us to connect to another workstation with a basic
licence or higher. You can carry out weighing operations from this
workstation as a slave.

« Basic (2)

o Allows connection to multiple scales.

o Access to data entry.

o Automatic weighing or operator weighing from the computer screen.

o Weighing history records.

o Listings.

Visiocam (Panoramic) (3)

o Allows all the functionalities of the basic licence.

o Adds connection with up to two cameras per scale for the general
view of the scale or to take photos of the loading of the trucks. It also
allows to automate the photography when weighing.

* Professional (4)
o Allows all the functionalities of the Basic license + Visiocam.

o Adds automatic number plate reading by means of number plate
recognition with camera.

o Includes the License for number plate reading.
* Professional + Access Control (5)
o Allows all the functionalities of the Professional licence.
o Adds vehicle entry and exit control management to the company by

reading number plates or cards. Allows the connection of Eth plates
for opening doors, traffic lights, etc...
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7. # CREATION OF NODES

We call node to the configuration of all the equipment associated to a scale, the
program allows multiple nodes, the allowed configurations are:

Configuration of communications with the scale display.

Configuration of the printer that will issue the tickets, making it possible to
differentiate between the printouts made in automatic mode and those made
manually by the operator from the work form.

Configuration of the cameras for panoramic vision and/or photo capture
(depending on the type of licence).

Camera configuration for number plate reading (depending on the type of licence).

Let's create the first node:

Click on the sidebar menu @ Configuration / m Scale
We configure the name identifier of the Node or Scale..

Nodos de Peso

58

Nuevo

Click on the button m New and write the name of the node and

@ save

Anadir Nuevo
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The name of the node will appear on the left side of the form. Select it by clicking on it
and configure the node's data in the panel on the right.

Next, we choose the type of communication of the scale display associated with the
node.

In this example, we will connect an ENI device via ModBus Ethernet.

User Manual BP WIN Plus Touch v2

Camara Panordmica {cam0.txt) )
Desactivada

I:I Password l:l Grabar

Nodos de Peso Céamara

Source
m Usuario
MNuevao

B SALIDA SN T S—,

Desactivada Sourcel Desactivada Source2 Grabar

2 IMpPre
[EPELSAMODBUS Ethemetinterface | . B

Genenc Scale, RS2
EPELSA MODBUS Eth
EPELSAMODBUS R :
EPELSA CT12 OPENSCALE
12 or VipOut

Cargar dato

* Para cargar datos de ejemplo sobre los textos source de las camaras haz click en boton derecho del
mouse

In the Wizard tab, an UPLOAD button will appear. x , If we click on it, it will load
example parameters that we can then replace with the correct values.
In the Ethernet tab we will place the Ip and Port of the weight indicator.

anoramica (c i
Desactivada

Usuario Grabar
MNodos de Peso

3

N

B_SP:L-I () o B

Desactivada Sourcel Desactivada Source2 Grabar

EPELSA MODBUS Ethernet interface B

Grabar

Prt.Manual
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In the Other tab :

Communication timeout (Default value 500 ms)
Sleep ( Default value 250 ms)

= Approved memory.
Activate if working with approved memory

o Product waiting.
In the case of an ENI it indicates whether the indicator will ask for the product
code on the screen.

Maximum Weight (kg) Defines the maximum weight of the scale.

Weight Min (Kg) Defines the minimum weight that we consider zero.

o Requires external selection,
Activate when working with devices that require data selection before weighing,
such as touchscreen poles or Android devices.

Relay Board and Relay
Allows you to select the relay board with which this scale will work and the relay
that will activate the traffic light or barrier.

Rele Mode

ON min.W  OFF recording W..
It is activated when the minimum weight is exceeded and deactivated when the
weight is registered.

ON recording W.
It is activated when the weight is registered.

Unlock Scale
Allows equipment to be unlocked when working with loops.

Lock Scale
Allows locking of equipment when working with loops.

o Plat 1.

Allows you to select which platform (of the two internal Orion or ENI viewer
platforms) you are working with. It works only with the OD BUS protocol and is
associated with the weight platform we are working with..
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Basculas e impresora
a

Prt.Manual

plat.1
Sin memoria homologada

No espera producto
No existe seleccidn externa

In the tab Prn.Auto:
This tab contains the print settings in automatic mode,
allowing to differentiate by post in case of 2 posts.

Printer Name: Type "ENI" if the printout is to be made via the ENI viewer printer.
Otherwise, select the desired printer from the drop-down menu.

-No. Impressions: Indicate the number of copies to be printed (example: 1 equals
one ticket).

* Format: In the template_print folder, select a template for ENI if printing will be
done with the ENI printer (e.g. ENI_Template_1_SPANISH_1.txt). Otherwise,
choose a generic template (e.g. GenericTicketTemplate_1 SPANISH.txt).

Basculas e impresora
N —

Grabar

Prt.Manual

MN.impresiones

Poste 1 Poste 2

S L A — R —
o — N S—

Format 1P: Here we choose the ticket format of the first weighing, if used.
Manual Prt. tab:

Configuration of the printout when the operator performs the weighing from the PC
form.
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Basculas e impresora B

Grabar

Mombre Impresora

M impresiones
Fomata 1P

Formato 2P

In case you want the ticket to be printed through the ENI viewer:

- Printer Name: Write "ENI" if the printout will be made using the ENI viewer
printer.

- No. Prints: Indicate the number of copies to be printed (1 equals one ticket).
- No Print 1P: Select whether or not to print the ticket of the first weighing.

- Format: Select an ENI template in Format.

- Launch by the established printer.

- Print directly.

In case you want the ticket to be printed by one of the printers of the Windows operating
system:

Printer Name: Choose the printer using the search button.
No. Prints: Indicate the number of copies to print (1 = one ticket).
Format 1P: If the ticket is printed on the first weighing, choose a format.

Format 2P: Select a template (e.g. GenericTicketTemplate_1_SPANISH.txt).

Select an option:

Launch by the established printer.

Allow to choose the printer before each print.

Select an option:

Print directly.
Allow to view the pre-print before printing.

Save the data:
To save the scale and printer data, press :
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Basculas e impresora
a

Grabar

Prt.Manual
N.imp s El Ne imprime 1P

Visiocam camera (if we have a Professional licence or higher)

Right-click on the Source field to load an example configuration string of the
chosen camera type.

Camara Panordmica (cam0.td) .
Desactivada

Source n
Cargar cadena de gjemple » Hucis
Usuario : Pasaword Glalal =
Dahua

Nodos de Peso Camara Lector Matriculas (lector tx) ——

AT

Replace the ip of the example string with the real ip of our camera, enter the User
and Password of the camera and click on the Save button.

Camara Panordmica (¢ m D.txt) ,
Desactivada

Source

Usuario l:l Password |:| Grabar

If we use any other camera, we can always configure it if we know its datasource (consult
the manufacturer).

o Deactivate/Activate. Enables or disables the use of this camera.

License Plate Camera (if we have a Professional licence or higher)

It is the same procedure as in the Visiocam section.

Camara Lector Matriculas (lector txt)

Source

Cargar cadena de gjemplo » Axis
Usuario s
[

Source2 * HikVision

Desactivada Sourcel Desactivada Source? Grabar
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Replace the ip of the example string with the real ip of our camera, enter User and
Paswword of the camera and click on the Save button.

o Disable/Enable Source 1. Enables or disables the use of camera 1

o Disable/Enable Source 2. Enables or disables the use of the camera 2.
8. /& GENERAL CONFIGURATION

We will access the configuration form from the main screen in the Mena lateral / @

Configuration .

This form allows us to configure some aspects of the programme's operation. Depending
on what is programmed in the different fields, the programme acts in one way or another,
so special emphasis must be placed on checking that the programming coincides with
how we want the programme to react to different events.

The button @ accepts all changes made on any sheet and closes the form. The changes
are saved in the "settings.txt" file and are permanent.
The button® cancels all changes made to any sheet and closes the form.

The configuration has been separated depending on its nature into different TAB sheets,
each TAB sheet is described in detail below.

Campos General Impresora Acceso Idiomas Auto Style Modo Auto File
Datos Guiado Export
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8.1 TAB DATA FIELDS

This section refers to the data fields associated with the weighing and the weigh-in-transit
item, as well as to the free write fields in assisted weighing.

Data fields

Campo Visible Editable desde perfil Inicial V1P  En pesaje asistido
Usuario O O Requerir calculo de densidad
Empresa O  Perfil edicion selec. o O
T.pesada O Perfil edicion selec. © U Nombre del campo libre Obligatorio  Visible
Cli/Prov Perfil edicion selec. e} O Hola de S et
Producto Perfil edicion selec. ° O (?Ja € ~eguimiento
Transportista O  Perfil edicién selec. o o [Micampo num.erc? 2 -
Conductor O  Perfil edicion selec. o) O Este campo es invisible - g
Origen O  Perfil edicion selec. o m] Nota's '3 : U
Destino O  Perfil edicidn selec. e} O  [Novisible ni usado o U
Libre O  Perfil edicion selec. o) O
Matriculas Perﬁl edicién selec. o U O Establecer insercién cambiando el valor de Id
Remolques O  Perfil edicion selec. o O
Contenedores O  Perfil edicion selec. o) O
Filtro Solo programador

Data fields

Field : Name of the data field. Refers to the data fields that you can or want to edit from
the programme.

Visible:

The field will be visible both in weighing for selection and in data editing in case
the user has permission to edit.

O The field will not be visible in weighing or editing regardless of the selected
profile.

NOTE: The fact that a data field is not visible does not mean that it is not saved with its default value in the
weighing history database.

Editable from profile: The field will be visible in Data editing if you have at least the user
profile selected.

Perfil edicion v

Usuario
Listador
Editor

Administrador

Programador
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Initial: At its value ® when opening the heavy form, this field appears as the initial
selected field, in its value O auto field selection is not performed when loading the
weighing form. Only one initial field can be selected ® logically, there cannot be two
firsts.

V1P:

The field is added in Heavyltem (code and name). This field is visible from the
main screen

O The field with this value does not appear in Heavyltem.

NOTE . It is recommended to use only the essential fields or none at all in order to have as many trucks as
possible visible on the main screen.

Density calculation required:
Density calculation is performed in the weighing form. FUTURE VERSIONS

O No density calculation is performed. Default value. FUTURE VERSIONS

NOTE : No value is applicable, future versions will calculate the density according to the container's m3.

Free fields

Free fields are defined as freely writable fields in aided weighing. These are fields that are
filled in during weighing, e.g. tracking sheet, etc. They are treated in the same way as the
Notes field.

Free Field Name: In these text boxes you set the text that will appear in the weighing form
above the free field box. Literal0..4 for printing in ticket format.
Obligatory:

It does not allow weighing unless the box corresponding to the free field has a
text value.

O The value of the text box will not be taken into account, even if it is empty.
Default value.

Visible
Show the text box and the descriptive in the weighing form..

O The text box and the descriptive are hidden in the form. Their space is divided
between the boxes that are visible.

NOTE : Mandatory and visible envelope, the mandatory fields must be visible, otherwise it is not possible to
weigh unassisted due to the impossibility to fill in a non-visible field..
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O Set the insertion by changing the value of id

In its value M in the import of the weighing history file ignores the record id and inserts it
as a new record.

In its value O the import of the weighing history file overwrites the id of the record if it
already exists or creates a new one if it does not exist..

Important note. Weighing record import operations are not reversible, you must be
especially careful when performing them and check that the import configuration
parameters are as desired.

It is recommended to make a backup before performing any import.

THE RESPONSIBILITY FOR THE LOSS OF DATA IN THIS OPERATION LIES SOLELY WITH THE
USER WHO PERFORMS IT.

8.2 TAB GENERAL

This section refers to the behaviour of the programme's mode of operation in specific
situations.

O All companies share the same ticket number.

In its value M the ticket number assigned to each weighing is common, regardless of the
company selected at the time of weighing. The programme automatically assigns the next
ticket number from its counter section and puts the counter of all the companies in
common.

In its value O each company has its own counter and each weighing is assigned the next
available number. In this case it may happen that we have weighings from different
companies with the same ticket number.

O Allow unassisted weighing 1P

In its value M the first automatic weighing (camera, RFID card, scanner or pullfile) is
allowed if the number plate is registered in the database.

At its value O it is not allowed to perform the first weighing automatically.

O Allow unassisted weighing 2P

In its value M second weighing is allowed automatically (camera, RFID card, scanner or
pullfile) if the number plate is registered in the recorded number plates or if the first
weighing has already been carried out.

In its value O the second weighing is not allowed to be performed automatically.

O Launching unauthorised number plates in the Ul.

BPWin+ does not allow unauthorised licence plates to be weighed unassisted. For a
licence plate to be authorised, it must be registered in the system. This field allows to
display unauthorised number plates read by cameras or pullfile in the user interface.

In its value M the unauthorised read number plate is released as if it had been keyed in
for weighing through user interaction. The launching of this number plate only occurs on
the PC with MASTER licence or higher, not on the slaves.
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In its value O no action is taken, so the licence plate will not be weighed automatically
and is output WITHOUT WEIGHING.

O date1 is always Tara

In its value M date1 of the weighing history record always corresponds to the date on
which the lowest weight value was weighed, date2 of the record always corresponds to
the date of the highest weight value recorded.

In its value O records date1 at its lowest time value and date?2 at its highest time value.

o Tare is the lowest value/Tare is always 1P. Allows us to choose whether we
want the tare to always be the lowest value or if Tare is always 1P.

o Type of weighing Customer/Supplier Normal / Type of weighing
Customer/Supplier always visible.

If we select Normal weighing type, the type will be automatically selected from what is
programmed in the Customer/Vendor tab.

If we select Type of weighing Client/Prov. a combo will appear always visible to be able to
change if we are interested in the type Client/Prov. when carrying out the weighing.

Chat
Habilitar Chat Port 8050

lp Servidor 127.0.0.1

Enable the chat service. We will enable this service only if we have slaves in the same
network. The Android BpWinTerminal are considered slaves for all purposes.

The programmed port must be free of firewalls or with permissions for communication
between devices.

In server ip we will put the ip of the Master PC.

In this type of installation where there is a Master and n Slaves, we only need a fixed IP in
the MASTER.

O Enables the chat service in its negative value if no Slave or Android BPWinTerminal
equipment is available.

Panoramic Camera

Refresh time 500
Take photo automatically
Photo Route C:\fotos

Refresh time sets the time in milliseconds that snapshots are taken in the camera defined
as panoramic.

In the M value of snapshot automatically saves this snapshot in the destination Photo Path
folder as license_ntkt.jpeg.
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Camera License Plate Reader

Percentage of valid reading 85

Minimum character height 20

In order for a camera-read number plate to be considered valid, the reading percentage
must be greater than the set value and the height of the character read must be greater
than the set value. If this does not occur, the number plate reading is rejected.

O Activate logs

Activate the test function at its value M where it writes us text files with the date format of
everything that passes through the program routines.

This is especially useful for locating faults or processes that have not executed correctly.

O Activate VPAR logs (Technical Service)

Activate the number plate recognition test function in its M value where it will create an
analysis file for character heights and percentages. Once the appropriate percentages
have been programmed, this option must be set back to its value OI for the correct
performance of the program.

8.3 ENTERPRISE TAB

Alternative Printer

Printer Name: MiNombrelmpresora Q

Format MiRutaFormatolmpresion Q

Reprint all tickets on this alternative printer.

Save ticket as PDF

Printer Unmemorised

Printer Name: MiNombrelmpresora Q

Format MiRutaFormatolmpresion Q

In this Tab we configure the alternative (weighing history) printer. a). Pulsing over Q ho

dialogue box opens so that we can choose the name of the printer from those installed

on the system. We can also search for a ticket format for the alternative printer. Q.
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O Reprint all tkt by this alternative printer.
In its 4 state, it automatically reprints the scale tickets in the format and on the selected
alternative printer.

NOTE : If reprinting is chosen it will be printed automatically without being displayed on
the screen, as this option is intended for unattended operation.

O Save tkt as PDF
In its state ¥ creates a PDF of the scale tickets in the format and for the chosen alternative
printer automatically. They are saved in the folder TiquetPDF.

NOTE : The file name is the ticket number,

In the same way we can configure the format and the printer of the weighing WITHOUT
MEMORISING.

8.4 TAB Access

O Activate access control
Activates the access control function at its M value. This check only serves to temporarily
deactivate the access control, since, even if it is set to a positive value, it does not work if
we do not have a licence.

8.5 TAB Languages
This Tab allows us to change the language of the programme to the one we select.

Select language

Castellano

Castellano
Catalan
Inglés
Francés

Holandes

Etc
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If you need any additional language, please contact Epelsa Group.

8.6 TAB Auto

This tab allows the configuration of different aspects that have process automation in
common.

Auto Emailing

email micorreo@gmail.com

Password asdfasdf1234

Host mihost

Port 8054 O SSL

Send an email to O Customer O Carrier O Driver

If we configure our email data correctly, when we weigh, the program automatically sends
an email to the fields that we have marked with the value &, this email is sent attaching a
copy of the ticket.

Note: For the email to be sent, it is necessary that the "email" field of the corresponding
customer, transporter or driver cards is filled in with a valid email address. If the "email"

field is empty, the email will not be sent.

Free fields

Set Name H

Save free field v |0
Positions to be saved |Product code v Product Name v
Compare against Product code in history. v

Set the desired name for the free field and press to change in the database.

The field "Save free field" must be empty, if it is not, the fields destined to "free field" in
the weighing history will be filled with the values of the weighing that we have selected in
"positions to save". In the weighing history form there is a "compare" button, which allows
you to filter the fields that have been modified in comparison with the "Compare against"
field. (Security functionality requested by a client).

O Convert read hexadecimal values to decimal values.
At its value M all cards read by the program will be converted to decimal value. In
addition, a prefix "00" is always added to cards external to ENI systems.
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FAREWELL MESSAGE
FAREWELL MESSAGE

8l

Message dismissed | EXIT

In ENI systems, a message is sent to the indicator when the weighing is saved. The output
message is set in this field. If the value is left blank, the program sends the DESTINATION
text that is selected.

IN OUT FILES

O Self-reading. IN files O Allow unmemorised number plates
O Create Auto. OUT1P files

O Create Auto. OUT2P files

*See operation in document |O FILES.

O Auto reading. IN files
Enables/Disables the option to read the IN file.

O Create Auto. OUT1P files
Enables/Disables the write option of the OUT1P file.

O Create Auto. OUT2P files
Enables/Disables the write option of the OUT2P file.

O Enable non-stored number plates

In its value M, automatic weighing is allowed (camera, pullfile, infile) even if the number
plate is not in stored number plates. This option overrides the launching of non-stored
number plates to the Ul (User Interface), as no user intervention is required for weighing.
The default data for automatic weighing will be obtained from the first record of pre-
recorded number plates. It is important to create the first record with the default data that
we want to be recorded.

In its value O the program will manage the unrecorded number plate in its usual way.
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Automatic weight range 1000
Weight cycles Automatic 7
Auto Reset Cycles 0

® Auto set License plate not memorised

® Prioritise number plate reading

Automatically selected company

In BPWin+ assisted operation (via cameras or pullfile), once the number plate has been
detected, the programme proceeds to weighing provided the following conditions are

met:

- The scale weight value must not fluctuate more than the Automatic Weight Range for
the number of cycles defined in Automatic Weight Cycles.

- If this condition is not met, the countdown restarts until the weight stability criterion is
reached.

By adjusting these values, we can prevent the weighing from taking place while vehicles
are entering the scale, even if the number plate has been read correctly.

With the parameter Auto reset cycles other than zero, the scale will not wait for
unloading before accepting number plates again. Instead, it will count the programmed
cycles and return to the number plate insertion mode.

With the parameter Auto set unstored number plate activated, as soon as the weight
exceeds the minimum weight, an unstored number plate called "AUTO PRINT" is
automatically assigned and printed according to the usual configuration criteria. The
printout will be made directly with the format and printer set to Printer without saving.

This print mode will also execute programmed actions, such as traffic light and barrier
control, file generation, etc.

Important note: If this parameter is activated and n auto reset cycles are programmed,
the program may enter a print loop if the set criteria are met.

With the parameter Prioritise number plate reading in negative value, the weighing is
prioritised as soon as the number plate is detected.

In positive value, priority is given to the card reading.

This is useful when in the number plate record there is a number plate programmed
which also has an associated card, allowing to define which of the two has priority.

Automatically selected company
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Automatically selects the company to which this team belongs. It is especially useful when
used in conjunction with the filter file filter1p.txt.

Example:
If the database is shared between different plants, this parameter will allow to display in
the user interface only the trucks of a specific company..

Brief explanation of the filter1p.txt file
The filter1P file has to be located on the scale node. If the file exists, apply the filter.

Example lines from the filter1P file:
In this example line you can see that a filter per company will be applied.

Select * from tprimerapesada where cmd LIKE "%M}7}0}1%"

In another example line it can be seen that a filter per scale will be applied.
Select * from tprimerapesada where idbascula=0

User Manual BP WIN Plus Touch v2 30



P

User Manual BP WIN Plus Touch v2 EPELSA

|

8.7 TAB Style

It allows us to configure some parameters of the style of the forms..

Altura Bascula 80

&
Altura Bascula 10 o

Texto Tamano 10 Record
Pequefio

Texto Tamaiio 12

Normal

Texto Tamaio 16

Grande

/-'C')'- Night/Day Mode

/N Touchscreen/Normal

Grid Height . Allows us to set the spacing between data in the programme grids.
Especially useful for fully tactile environments.

Scale Height is there for the adjustment of the program with the space reserved for scale
in case it runs on a CT12 indicator.

Text Small Size., Allows us to modify the size of the small font.

Text Small Normal . Allows us to modify the size of the normal font.

Text Big Size . Allows us to modify the size of the large font.

DD Allows to choose the colour of the user interface between light and dark.

=)

Activates or deactivates the touch keyboard functions.

@ Saves the style settings.
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8.8 TAB Guided Mode

(&) Normal/Guided mode

Guided Mode High Item 10
Ancho Item Guided Mode |10

Scalew |12
Fields and order 16

Table « @

Selected data

E Rubber selected item

o Guided Mode When this mode is activated, the user interface will request the data
sequentially, following the order previously configured in section

Fields and Order.

Item High Guided Mode Allows us to configure the height of guided
mode screen items.

Guided Mode Wide Item Allows us to set the width of the guided mode
screen items.

Associated scale Scale to which the guided mode is associated

Table from which we want to be asked for data @ bressi | he d
ressing selects the data

Selected Data
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8.9 TAB Auto Export File

AutoExpor

O AutoExport (only with professional Hora 23 : 00
licence)

Export Route

Report .rp16

File name
Prefix Format Date Suffix Extension
entry yyMMdd suffix .CSV
Separator field (Ascii Code)
> o Headers / No Headers @
Save

If M AutoExport is checked, a weight history file named dia.csv will be automatically
generated in the path specified in Export Path, at the time set in the Time field.

This is especially useful in installations where automatic export of weights to other
systems via a flat file is required for processing.

Report .rp16

Here we select the file containing the export structure. This structure is configured in the
Programmabile lists option, where the fields to be exported can be chosen and saved in
a file that can then be selected from this section.

File name configuration
The file name is fully configurable using the following structure:
Prefix + Date format + Suffix + Extension

In the Separator (ASCII Code) field, the ASCII character that will act as a separator for the
exported fields must be indicated.

o Headers / No Headers
With this switch we select whether we want to print the headers in the export.
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9. #/~ DATA EDITING

Edition
OEAxAd0Dea >0 a 86 A
Buscar v Y

-
!

Salir

R
>

Editar

El

Borrar

Export.

Fe

Export.

&

Import

e
SINCINO

From Menu / Edit we access the different data tables.
Description of the common buttons in all the editing forms:

Add new record

Edit selected existing record

Delete selected record

Performs the search by typing according to the field and value of the selected filter.

Performs an export in .csv format of the table we are in.

Performs a custom export

Performs an import to the table from a file in csv format.

© 3B ~ERME

E_) Exit the editing form

O 2230 &1 >0 38 8

Usuario  Empresas Tipo Clientes / Productos Trans- Conduc-  Origen Destino Libres Remol- Conte- Matri- Accesos
Pesada Prov. portistas tores ques nedores culas.
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By clicking on the different icons in the bottom bar, you can access the different forms for
data editing.

o Companies

Access from the Side Menu [Datos / [ JCompanies / OEditar

| s Empresa

§ Cddigo 0 Nombre RECICLADORA DE VIDRIO SL.

Linea Cabeceral

1]

Pie de Tiquetl

i}

Linea Cabecera2 CIF: BS Pie de Tiquet2

B 0
B B

Linea Cabecera3 Movil: 699 999 999 Pie de Tiquet3

Linea Cabecera4

i

Pie de Tiquet4

g

Linea Cabecera5 Pie de Tiquet5

1]
i}

Ruta Logo CiUsers\Leandro\Desktop\EPELSA_PROYECTS\ogosEpelsallogo_blancc Q.

Ajustar No

EPELSA

N Tiquet
12452

Fill in Code and Company Name

In Header Lines 1 to 5 are the lines of text that will appear in the header of the
ticket.

In Ticket Footer Lines 1 to 5 are the lines of text that will appear at the End of the
ticket.

In the Logo Path, we will use the magnifying glass to search for the path where the
company logo we want to include in the ticket is located (except for ENI equipment
designs).

Set Logo Yes / No

In the Counter tab we have the counter of this company.

DSaves the changes made.
I:IExit the file.
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@ Usuarios

From Side Menu [ Patos / Users / [1Editar

|

® Usuario
§ Codigo 0

Nombre EPELSA

Password 762 Editor

Enter Code and Username.
Enter password.
Choose Access Level for this User

o Hide User Yes / No
m Saves the changes made.

E_) Exit the file.
E Types of Weighing

From Side Menu @ Data / x Heavy Type / r—" Edit

| X Tipo de pesadas

§ Cadigo 1

Nombre ENTRADA

Enter Code and Heavy Type.
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o)
S» Suppliers / Customers

o)
From Side Menu @ Data / =® Customer/Supplier / r—" Editar

2, Edicion Cliente/Prov.

§ Codigo 18

Nombre CLIENTE 18
Direccién

Poblacion MADRID
N.C.Bancaria

Email

Texto 1

Texto 2

Texto 3

Texto 4

Texto 5

Tipo Solo cliente
Cliente y proveedor
Solo cliente

Solo proveedor

Enter data and choose whether you are a customer, supplier or both.

-I:I- Products

From Side Menu @ Data / -I:I- Product / r—" Editar

B  Edicién de Producto
@ Cadigo 17 =
Nombre CHATARRA

Texto0 170405

Textol

Texto2

Textod

Textod

Texto5

Texto6

Texto7

Textod

Textod

Cod.Interno
Familia

EAN

User Manual BP WIN Plus Touch v2
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Product data entry S Transporters

From Side Menu @ Data / = Transport / |_—|IEdit

& Edicidén Transportista

§ Cadigo
Nombre
Direccion
Pablacién
Teléfono
mail
Textol
Texto2
Texto3
Texto4
Textob

grupo

i'\ Drivers

From Side Menu @ Data / LN Drivers / |_—llEdit

Entering carrier data

13
GRUAS RODRI SA.

CRTA. VALENCIA 69

MADRID Cp

649000000 Email

aaa@aaa.com

&, Edicion Conductor

§ Codigo 1

Nombre PEDRO MORATA OJEDA

@ Cp
Teléfono 1 g Teléfono2
Email
Textol
Texto2
Texto3
Textod

Texto5

Grupo

Driver data entry

User Manual BP WIN Plus Touch v2
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— Origen

From Side Menu @ Data / & Origen / |_—',Edit

A Tabla Origen

§ Codigo 1

Nombre GRAN CANARIA

Info

Introduction of Origin data.

2 Destino
From Side Menu @ Data / 2 Destination / |_—|’Edit

2 Destino

§ Codigo 3

Nombre LANZAROTE

Info

Introduction of Destination data
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“ Licence plates
From Side Menu @Datas / Cb Licence plates / |_—|IEdit

Introducimos la Matricula.

("Edicién de matricula SE0000Y

Notal We
Nota2

0 B =0
Campol
Ruta

Grabar

Sin automatico Sin fechas

Normal 0
Sl =@ @ PMAD Sin tara

v
v |

Cadigo Empresa Linea 1 Cabecera

0 RECICLADORADEVID.. C/LAS ROSASN265-0..

TRANSDI L. 1| RECICLADORA DE VID... | C/ LAS ROSAS N265 - 0... CIF: BO0000O |
\i‘ Conductor: 1

0 MORALES ARAGO

IF

14

e # &

write the weight of the"’_'b Vehicle Tare , if necessary, and with the switch

( D Tara ) we activate whether or not to use it in weighing.
We can also associateaRemolque tare, QContainer Tare or a = Free tare. All

the tarrifs will be summed up and displayed in the field 2T .

- =R & = 2T
Tara Vehiculo T.Remolque T.Contenedor Tara Libre Suma de Taras
Cards
Normal v E3 PMA 0 ©  Automatic weighing ©@  No

dates® No Tare

If we use cards associated with the registration, the card code shall be entered in

the field B cara.
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E Test Tarjetas

@ Ver ultimo

In the case of an ENI viewer, if the node configuration is already created correctly,
we pass the card through the ENI viewer and, if we press the button next to the
card field, the card code will be written in the corresponding field. (It is necessary
that the scale is selected in the work form and there is no vehicle on the scale).

In PM.A we shall enter the maximum authorised weight for this vehicle.

o Tare. Enables or disables the use of tare weighing.
o Automatic weighing . Enables or disables automatic weighing.

o No Dates . Enables or disables date locking.
If the date of the MOT or insurance is out of date, it does not allow weighing.

Select Normal Weighing by default (other options would be Multi Load, Multi
Unload).

Associate data:

We are associating data in the card of the number plate by clicking on the fields of
the left column we will see the associated table to be able to choose the record
that we want to associate.

" Edicién de malricula

Notal
Nota2

B0
Campol
Ruta

Grabar

Sin automatico Sin fechas

Normal o
Sin fara

v
Y |

Caodigo Empresa Linea 1 Cabecera Linea 2 Cabecera

0 RECICLADORA DE VID.. LAS ROSAS N265-0...

RECICLADORADE VID... | C/ LAS ROSAS N265-0... CIF: B0O0O0O0O0O I
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The Notes1 and 2 fields allow us to write any associated text for any comment or custom
application.

10. # WORK OPERATIONS

On the work screen there are 5 different zones:

Left-hand column: Main menu.

Selection of scales (if we have more than one) and display of the weight.
Display of data according to the pressing of the buttons in section 5.
Camera display.

Display of messages and selection of data to be displayed in zone 3.

uihAhwnh =

I;b Shows trucks in transit in zone 3.

Q‘ Chat

> Number plate reader
|:| Access Control

gl BP Win Plus Administrator — O %

® | i B.SALIDA

Usuario

=]

& Matricula |

Q
Peso

Nuevo Buscar Manual

I A

Histdrico

(]

Listados

=

(b

Utilidades

Usuario: RECICLADORA 0
25/02/2025 16:29:55 Entre vehiculo
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Select the scale with which you are going to weigh, if there is only one, there is no need
to select it.

Option A (by typing in the number plate directly).

Enter the registration number in the Registration box and click on *~ New.

gl BP Win Plus Administrator

@ [ i B.SALIDA

Usuario I

Datos

-

t» Matricula  M5000ACB

Jatos
Peso

Manual

s

L:::]

Historice
s

de

Brico

Lista

1T

It will search the database for a weigh-in-transit. If not, it shall search the number plate
table for associated data and display the First Weighing screen.

In point 1, we select in the left-hand column the data we want to modify and in point 2 the
table appears to select the data we are interested in.

( PRIMERA PESADA M5000ACB|
Notal
Nota2
50
Campol
Ruta

ST O
) 1020

i ORA DE VIDRIOS.L
= Tip 0

FALTAT. PESAI Nombre Paoblacion
SIN CONDUCTOR

0 SIN CONDUCTOR

1 MARIO MORALES ARAGO

10 ALEXANDRE SANCHEZ M...

11 ECHEDEY ANTONIO MON...

12  BADEL CABRERA LOPEZ

Once you have entered the data, click on @ Ok to record.
The item of the truck in transit will appear on the central screen.
All trucks in transit will be displayed here.
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55! BP Win Plus Administrator

@ i L] B.SALIDA

Usuarig

8

Datos

= Matricula

S 3 a

Nuevo Buscar Manual

Cp MS000ACB

Listados 5 18:05:50

£e3 0.FALTAORIGEN
Config.  *

To output it, when you return, you can click directly on the truck item and the form for
entering the data of the Second Heavy will open.

Modify the necessary data and click on the button. @ Save to finish.

( Edicién de pesadz en transito
Notal
Nota2

b0
Campol
Ruta

Grabar

FALTAT. PESADA Cadigo Nombre Paoblacién
» Proveedores :

VIDRIERAS S.A SIN CONDUCTOR
Producto : 0

SIN CONDUCTOR

1 MARIO MORALES ARAGO

10 ALEXANDRE SANCHEZ M.

11 ECHEDEY ANTONIO MON...

12 BADEL CABRERA LOPEZ

The image of the truck in transit will disappear, the ticket will be printed according to the
print settings and the record of the weighing will be saved.
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Option B: Pre-recorded number plate search with the Magnifier

Click on the magnifying glass button

Q) (&  BsALDA

Usuario
@ o Matricula \
Detos Q
Peso
Q Nuevo Buscar Manual

The search form for the number plates we have stored will appear.
You can use the search filter or select the entry in the grid..

Ediciéon de Matriculas

Y Buscar Malricula\ 4 Buscar

@ Accept, the weighing data entry form will appear on the screen with the data we had
associated with this licence plate.

PRIMERA PESADA

Notal
Nota2

0
Campol

- Y Empresa
Edicion de Empresas :

Cadigo Empresa Linea 1 Cabecera Linea 2 Cabecera

0 REC. VIDRIO | Gf LAS ROSAS N265-0... CIF: BOO000O

1 RECICLADORADE VID... CfLAS ROSASN265-0...
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Correct the data if necessary and press the button. @ Accept to end weighing.
In this example, the record of the weighing will be saved in table 1 Weighing and a new
item will appear on the display.

Option C: Weighing in automatic with ENI Indicator

In this case, the vehicle is placed on the scale and the associated card is swiped through
the card reader.

If the indicator is programmed to request the product code from the driver, the
equipment shall request it via the indicator display.

If this is not the case, the weighing will be carried out with the data associated with this
number plate, the record will be recorded and a ticket will be printed, depending on
whether it is 1st weighing or 2nd weighing, depending on what we have configured in the
node in the automatic printing section.

Option D: Automatic weighing with camera-based number plate reading.

Requires a Professional or Higher licence.

In this case, the vehicle is placed on the scale and, when the camera reads the number
plate, a search is made in the database and a weighing is carried out with the data
associated with that number plate, provided that it is authorised for weighing.

A ticket will be printed depending on whether it is 1st Weighing or 2nd Weighing,
depending on what we have programmed in the node configuration in the automatic
printing section.
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11. & TICKET PUBLISHER

From the side menu @ Configuration / Tickets Editor
From this form you can design the format of the tickets to be issued.

There are two formats: the generic format for printing from the printers available in the
Windows operating system and the specific format for ENI equipment.

Editor de Tiguets

Sechiz Digina
Docimants  Progisdades Alade (m]

Fusnta pordedects.
Mok Sara S

Harmrentz e stiey
Sadezorada

We can create an unlimited number of formats.

Sample templates are available so that you don't have to start from scratch when creating
a design.

Editor da Tiguats = |

Archivo | Pdgina
| Plantilas Ejemple v |
Abair e formiatos

EniTemplate_1.g
GenericTeelTemphitelg ||

#Linea 1 Cabecera |
Guardar Plantilla cerme

#Lmea I Cabacera
ol =linea 3 Cabecera
f ZLinea 4 Cabecera
Fechal: |[=Fschal Fecha?, | =Fechal | [H Tepnat | [ Tigaee ]
Hesamientas ce cligueta |NE TP ||#Bas 1P | INB, 2P; |#Bas iF | [Tipo pasada | [ET.Pisnida |
Selecansds |."|Iairixula: | #hlatricula |nfat Romodque | [=niar Remoiqus |
[Produsta: #Cod Prod [#Produscte |
X [cHeProv: | [#CoaCh | #CLiemte. |
|'F‘rm'r!dm-.
Transportista; || #Cod Trans, | #Transportist
Conducrar: | |#Ced Cond. | 2Comductor
Clrculte: ||-"'wéw Blmao
Nonas: | #oeal
=Notal
|Bruto: |#Bruto Kg.
Tara: | #Tara [Kg. |
Neto: |[#Neto | Kg. |

We can add or remove fields, move them around, change the font.
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Bechie Phgea

Documerts Frociedades
A frew et
Add group
Usuarios
Tipo de pessciss
Productos
Chientes y provesdores
Transperistas
Conductorns
Wsricula:
Empresaz
Tobla Prirmers Pesads
Tabla Origen
Tabia Remciues
Tebla Textos
Desting
Comandes
Contenedores
gusingt
Tebla Segunds Pesads
Tabta Vehiculos Accese
Tl Registros Arceso

In the ENI format, we can add or remove fields, change the position and font.
We can also save the format with a custom name using the "Save as" option.

#linea 1 Cabecera

anchive  Paging

User Manual BP WIN Plus Touch v2

Fecha?
Thesaa
CodPrea,
Producta
Codli.
Cliente.

Hi Chente.
tige di,
CodTan:
Taspotisty
CodCond
Conductar
Hetal
Hota2
CodQbra
Obra

Mt Remalque
Daserip Reenelgst
Terto Libe |
Terto Libe 2
Tipo Peseds
Buto

Tara

Heto

Eacl?
Bas2p
Empresa
Usnaarie
EManusllP
EManuallP
Bredia
]

Ease

Ietor: =Cod.
-l
=Nota

#linea 3 Cabecera

#linea 4 Cabecera

F.1P:#Fechal

F.2P:#Fecha2

M.Tiguet: #N.Tiguet

Matricula:

#Matricula

Tarjeta:

#Tarjeta

C.Prod. :#Cod.Prod.

#Producto

C.Cliente:#cod.cli.

#CLiente.

PF.Bruto:

#Bruto Kg.

Tara:

P

EPELSA

|
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12. BY LISTED

From the side menu:lzI Listed
From this form, we can select different types of listings.
First, we select one (for example, Listing by Customer/Product).

Listados =
FILTRO Listados ~ Listados Memoria Homologada ~ Gréfico
de % [E J5) 100

’ Listados
Fecha Fin Nose h cspecicad l g do a defnicin derorne FILTRO —‘ta dos [T e R e

nar Campo

Por Matricula A EIEEE 0% B

CLGET L 06/02/2025 00:00:00 E~ ‘ 7 Alarie ;‘ - Cliente/Producto
GEEELS N 76/02/2025 23:59:59 [+ Por Producto 3 Cliente/Producto_2 ome

Seleccionar Campo Por Transportista  * Cliente/Matricula
Filtro Cargado Q Por Proveedor o Cliente/Transportista
Origen o Cliente/Producto(Nota1)
Por Tipo 4
Por Destino 4

Y

FILTRAR

We can then filter the records by date and by different fields.

FILTRO Listado
FILTRO

EECLENNT 26/02/2025 00:00:00 [~ Productos | e i
e 26/02/2025 235959 [+ Lista e ¢ ‘ Frsmfn

Fecha Ini.

nar Campo Producte: Codigo Nombre Comandos _Famiia nar Campo

Cliente: To FALTA PRODUCTO

0 0 0
Transporti
CALCIN BLANCO
10 CiN A“IBARMUELLE 0 0
Producte iN VERDE MUELLE
RECHAZO

Filty Cliente

Proveedor

KSP RE( ) GRUESO

KSP RECHAZO FINO BUENO

SP RECHAZO FINO MALO

Y

FILTRAR

N Tiquet

FILTRAR
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To print press:

FILTRO

ECIEVUTR 16/07/2024 00:00:00 [+
GECUEN LI 06/02/2025 2359:59 [+

ar Campo

Filtro Cargado

To export press:

FILTRO

ECUEN T 16/07/2024 00:00:00 B~
ECUEN U 26/02/2025 23:59:59 [~

onar Campo

Q Frodu

Print design press:

FILTRO

Fecha Ini 16/07/2024 00:00:00 [EH~
(EECLENRTN 26/02/2025 23:59:69 [~

onar Campo

Listados

Listados  Listados Memoria Hol ﬂr- Gréfico

1 de 2~ b M @ | B M- | 0% -

Listados Cliente/Producto

Fecha ini. : 16/07/2024 Fecha Fin : 26/02/2025 23:59:58

Producte: Todos Matricula: Todos
Cliente: Todos TipoPesada: Todos
Transportista: Todos Cod.Prod.: Todos
CodCl.  CodProd. Fecha2 Matricula  N.Tiquet
Cliente: INTERNACIONAL BCH S.L.
17 Producto: CHATARRA

18/07/2024 7.5422  BBEBMDK 12013 Supa

22/07/20247:1525  BBBEMDK 12082 supa

Listados

Listados  Listados Memoria Homologada Wﬁco

1 de2~ b M S EDE- 0%
Exccel |

Listados Cliente/Producto PDF
Fecha Ini. : 16/07/2024 Fecha Fin : 2§ Word
Producto: Todos Matricula: Todos
Cliente: Todos TipoPesada: Todos
Transportista: Tedos Cod.Prod.: Todos

Cod.Cli. Cod.Prod. Fecha2 Matricula  N.Tiquet

Listados
Listados Listados Memoria Homolo ‘e’ a  Grafic
1 de 2~ b Pl @ iz B 3 =

Listados Cliente/Producto

Fecha Ini. : 16/07/2024 Fecha Fin : 26/0202025 2
Producto: Todos Watricula: Todos
Clients: Todos TipoPesada: Todos

Transportista: Todos Cod Prod.: Todos

Cod.Cli. Cod.Prod. Fecha2 Matricula
Cliente: - INTERNACIO
7 Producto: CHATARRA
18/07/2024 7:54:22 82170

To delete or add details of displayed records press:

FILTRO

Fecha Ini 16/07/2024 00:00:00 [+
ECEN U 06/02/2025 23:59:59 [~

onar Campo

User Manual BP WIN Plus Touch v2

Listados

Gréfico

Listados  Listados Memoria Homologada

1 de 2~ b Bl @ | & B afE-] 100% =
| Excel
Listados Cliente/Producto PDF
Fecha Ini. - 16/07/2024 Fecha Fin : 26 Word

Producte: Todos Matricula: Todos
Cliente: Todos TipoPesada: Todos

Transpertista: Todes Cod.Prod.: Todos

0 Cod.Cli. Cod.Prod. Fecha2 Matricula N.Tiquet
Cliente: INTERNACIONAL BCN S.L.
7 Producto: CHATARRA
18/07/2024 75422 ggesmDK 12013 sU
22072024 7-15:25 888BMDK 12082 Sur
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13. & HISTORICAL WEIGHING TABLE

Access from Side Menu Weighing history.

From this form, you can view the records of the weighs carried out.

You can filter the searches by dates or by any field selected in the search filter, view the
data on screen or print a customised list in .pdf or .csv format.

It is also possible to reprint any weighing record.

Weighing history table
;ﬂggggg : |:| Busca Enrolment Qp Dj @ @ @ E_)

r v

Filtro Editar Borrar Print Print Salir

& = OB B ©

Export Export Enviar Foto1 Foto2

Search by selected filter
Search between selected dates
Export

Export the filtered records to a CSV formatted file
Print customised lists

Edit or modify weighing record.

Opens a form to modify the data of the record.

Delete the selected weighing record.

Print the selected record by the automation printer or by the manual printer.
Alternative printer

View first weighing photo

PRIPPERE ELL
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14. Ee CUSTOMISED LISTS

As each client needs the information presented and grouped according to their
requirements, and as not all such groupings are available in the BPWin Listings
programme, the BPWin+ programme offers the possibility to configure multiple
customised listings.

To do this, we can configure as many listings as the client wishes through the
customisation form.

The Custom Listings form is accessed from the main screen.

Currency Lateral / @ Configuration / l:?'o Personalised Listings.

This form allows the configuration of any data list in the programme, including all tables
and columns within them, as well as offering two levels of grouping. Depending on what
is programmed in the different fields, the list will show the information in one way or
another, so special emphasis must be placed on checking that the programming coincides
with the way we want to see the information.

We will be able to run our listings from the button |—‘T|9 in any form where it is found.

Submission of the form

|_-?'9 Customised list editor

+ Ll’ E @ Table v E_)

New Edit Delete Exit

|_-?'9 Listing v

The options offered by the form are the creation of a new list, the edition of an existing
list or the deletion of an existing list.

For any of the three options, we must first choose which table we want to work on (for
example, SECOND HEAVY).

To create a new list, select the table we are going to work with, write the title of the list

and click on the buttonc'D New.
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To edit an existing listing, we only need to select the table and click on the Edit button.
Once this is done, a new form will open, allowing us to select among the existing listings of
the table. By selecting the list and clicking on the Open button, the data will be loaded into
the form, allowing us to edit the current data of the list.

To delete an existing listing, we only need to select the table and click on the Delete button.
A new form will open allowing us to select from the existing listings of the table. By selecting
the list and clicking on the Open button, the list will be permanently deleted. WARNING:
this operation is not reversible.

Once a list has been opened for editing or a new one has been created, the new elements
will appear in the form.

Editor de listados personalizados

8 Tabla
Ee Listado

':-Exportar en ruta i S Downloads\borrame
Incluir si esta en & *a Codepage
Excluir si esta en & @ Colinclexc
Prefijo ORVOCTmm m

Formato ddMMyywn
: o Agrupar
i bl Alinemiento

Extension tx Ancho
CharRelleno
Separador 3 L6_AMB_trans Colindex

o ) L7_AMB_cli Descriptivo
Sin cabecera 3 AMB_pro peaski Digit .p
9 Soloreg pﬂmﬂ1 Formato
Con detalle autol Er‘efl]t}_ =
fecha? Subagrupar
9 Sufijo
peso2 l
auto2 Sumar
neto
cero
cero

Agrupar

Z1 — Allows us to choose which column we want to add to the list.

Z2 — Shows us which columns we have in the list. Selecting the column shows us its
properties.

Z3 — This area allows us to edit the properties of the selected column at will.

M - Saves the current listing and its modifications.

Description and use of the properties of each columna
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Group

The lists can simply be an enumeration of the fields we want, but sometimes we need
equal values to be grouped together.

Examples of use:
e Example 1: We want to show all the articles of the same family (table products).

e Example 2: We want to show all the records of a number plate (second weighing
table).

e Example 3: We want to show all the daily records (second weighing table).

e Example 4: We want to group the weighings by product (second weighing table).

e Example 5: We want to group the weighings by customer (second weighing table).
For this purpose, on the column to be grouped, we will set the value to TRUE.

The program ignores any additional grouping and ignores the grouping property of the
list once it has read the first grouping column.

Alignment
Possible values: 0 1 2

midato midato midato
Broad

This is the percentage value that the selected column occupies within the list. The value
100 indicates that it occupies the entire width of the page and the value 5 only 5% of the

page.

The sum of all the columns must not exceed 100% in order not to obtain oddities in the
printout.

Sometimes we may want to add a column to group, but not represent it in each of the
records, in which case the width value should be 0 so that the column is taken into
account in the list but is not represented in the records.

Colindex

Indicates the index in reference to the table that occupies this column, ignore the value as
it takes the indexed column correctly. Manipulate the value only experts.

Descriptive

This is the title of the column containing the data.
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Format

Sometimes we are not interested in presenting the information as it is recorded but
through a presentation style, in these occasions we use the format property.

The format is dependent on the data value of the column, i.e. you cannot apply numeric
formatting to text columns, or date formatting to number fields.

Sometimes we are interested in grouping by date, but when we do so we realise that the
records do not join, that is because we have not formatted the date correctly. You have to
think that grouping only groups EQUAL data and that 12/12/2023 11:39 is not equal to
12/12/2023 12:14. However, using the format dd/MM/yyyy both data become 12/12/2023
and then they are equal and are grouped together.

Some examples

0,000 for numbers will show the value 21520 as 21.520

dd/MM/yy for date will display the value 12/12/2023 11:39 as 12/12/23
For more information see FORMATS ANNEX.

Subgroup

The lists can simply be an enumeration of the fields we want, but sometimes we need
equal values to be put together at several levels.

Examples of use:
e Example 1: Customer/Licence Plate (Group by customer, subgroup by licence plate)

e Example 2: Customer/Product (Group by customer, subgroup by product)
e Example 3: Product/Customer (Group by product, subgroup by customer)

e Example 4: Customer/Day (Group by customer, subgroup by day (date format
dd/MM/yy))

For this purpose, on the column to be subgrouped, we shall set the value TRUE.

The program ignores if there are "n" subgroupings, ignoring the subgroup property of the
list once it has read the first subgrouping column.

Add

Subgrouped values of columns with the Sum property set to TRUE shall be summed in
each subgroup and also in each grouping.

Especially useful for obtaining totals.
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Value

Field not used, not used.

General file parameters

Export in path. We will put the path where the file will be exported.

Include if in. Only the data included in it will be added to the list, excluding all the others.

Exclude if in. The existing data in the file will be excluded from the list, including all the
others.

Col.inc/exc. Here we tell you which column is going to be taken into account in the
inclusion or exclusion file.

Prefix. Prefix of the file name
Suffix. Suffix of the file name.

Format. If you want to use it, it saves the date in the file name with the format we indicate.
If not, leave blank and use the prefix and/or prefix for the name.

Extension. Indicate which extension of the file we want (.txt, .dat, etc.)
Separator. We indicate the field separator with the decimal value of the character.

Without/With header. We indicate if we want to insert the descriptive headers of the fields
in the file.

Only records / Subtotal lines. If we choose only records, it will record the records without
subtotals.

With detail / without detail. If we choose without detail, each detail line will not be
printed, making the report shorter. Especially useful for totalisation reports where the
details of the individual weighings are not important.

Example of a list of items without grouping.

We use the columns: code (width 25%), name (width 50%), family (width 25%).

Code Name Family
0 General product 0
1 Golden apple 1
3 Lemons 2
2 Fuji apple 1
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Same fields as previous example. In family we set group and sub group to TRUE.

Family O

Code Name Family

0 Producto general 0

Familia 1

Code Name Family

1 Manzana golden 1

2 Manzana fuji 1

Family 2

Code Name Family

3 Limones 2

Example of a personalised list.

Enrolment (20%), ntkt (20%), Product (20%), Date (20%), Net (20%)

Ungrouped data with weight column Add to TRUE

Enrolment ntkt Product Date Weight

9995DGS 5 Limones 22/03/2017 12000

0839JWV 6 Manzana golden 22/03/2017 11000

9995DGS 7 Manzana golden 22/03/2017 12000

0839JWV 8 Limones 22/03/2017 13000

9995DGS 9 Limones 22/03/2017 12000
60000

Same data with Enrolment group TRUE, Product sub group TRUE and Weight add TRUE.

Enrolment 9995DGS

Enrolment ntkt Product Date Weight
Product Lemons [2 reg]
9995DGS 5 Limones 22/03/2017 12000
9995DGS 9 Limones 22/03/2017 12000
24000
Product Golden apple
9995DGS 7 Manzana golden 22/03/2017 12000
12000
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Enrolment 0839JWV
Enrolment ntkt Product Date Weight
Product Golden apple [1reg]
0839JWV 6 Golden Manzana 22/03/2017 11000
11000
Product Lemons [1reg]
0839JWV 8 Limones 22/03/2017 13000
13000

Same data with License plate group TRUE, Product sub group TRUE, Weight add TRUE

and No Detail to TRUE.

Enrolment 9995DGS

Enrolment ntkt Product Date Weight
Product Lemons [2 reg]
24000
Product Golden apple
12000
Enrolment 0839JWV
Enrolment ntkt Product Date Weight
Product Golden apple [1reg]
11000
Product Lemons [1reg]
13000
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Annex Format

Date symbols

Symbol Range
ad 1-31 (day of the month, without leading zero)
dd 01-31 (day of the month, with leading zero)
w 1-7 (day of the week, starting with Sunday = 1)
ww 1-53 (week of the year, without leading zero; week 1 starts on 1 January)
m 1-12 (month of the year, without leading zero, starting with January = 1)

mm 01-12 (month of the year, with leading zero, starting with January = 01)

mmm  Displays abbreviated month names (Hijri month names have no abbreviations).

mmmm Displays full month names
y 1-366 (day of the year)
yy 00-99 (last two digits of the year)

Yy 100-9999 (three- or four-digit year)

Time symbols

Symbol Range
h 0-23 (1-12 with "A. M." or "P. M." appended) (time of day, no leading zero)
hh 00-23 (01-12 with "A. M." or "P. M." appended) (time of day, with a leading
Zero)
n 0-59 (minute of hour, without leading zero)
nn 00-59 (minute of hour, with leading zero)
m 0-59 (minute of hour, without leading zero). Only if preceded by h or hh
mm 00-59 (minute of hour, with leading zero). Only if preceded by h or hh
s 0-59 (second of minute, without leading zero).
ss 00-59 (second of minute, with leading zero).

Different formats for different numerical valuesUna expresién formato definida por el user
for numbers can have between one and four sections separated by semicolons. If the
format argument contains one of the named numeric formats, only one section is allowed.

It is used The result is
One section  The format expression applies to all values.
only

Two sections The first section applies to positive values and zeros, the second to negative values.

Three sections The first section applies to positive values, the second to negative values and the
third to zeros.

Four sections The first section applies to positive values, the second to negative values, the third to
zeros and the fourth to Null values.

Different formats for different chain values
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A format expression for strings may have one section or two sections separated by a
semicolon ().

It is used The result is
Only one The format applies to all string data.
section
Two sections  The first section applies to string data, the second to Nully string values of length
zero ("").

Named date and time formats
The following table identifies the predefined date and time format names.

Number of

format Description

General Date Displays a date and/or time, e.g. 4/3/93 05:34 P.M.. If there is no fractional part,
displays only a date, e.g. 4/3/93. If there is no integer part, it displays only the time,
e.g. 05:34 P.M.. The display of the date depends on the system configuration.

Long Date  Displays a date according to the system's long date format.

Medium Displays a date in the median date format appropriate for the host application
Date language version.

Short Date  Displays a date in the system short date format.

Long Time Displays a time in the system long time format; includes hours, minutes, seconds.

Medium Displays the time in 12-hour format with hours and minutes, and the AM/PM
Time designator.

Short Time Displays a time in 24-hour format, for example, 17:45.

Named numeric formats

The following table identifies the predefined numeric format names.
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Description
format
General Displays the number without the thousands separator.
Number
Displays the number with the thousands separator, if applicable; displays two digits
Currency to the right of the decimal separator. The result depends on the regional setting of
the system.
Fixed Displays the minus one digit to the left and two digits to the right of the decimal
Ixe separator.

Displays the number with the thousands separator, at least one digit to the left and

Standard two digits to the right of the decimal separator.

Percent Displays a number mu}t%plied by 1.00 with a pergent sign (%) appended to the right;
always displays two digits to the right of the decimal separator.

Scientific Uses standard scientific notation.

Yes/No Displays No if the number is 0; otherwise, displays Yes.

True/False Displays False if the number is 0; otherwise, displays True.

On/Off Displays Off if the number is 0; otherwise, displays On.

User-defined string formats
Use the following characters to create a formatting expression for strings.

Character Description

Character placeholder. Displays either a character or a space. If the string has a character
in the position where the hash mark (@) appears in the format string, it displays it;
otherwise, it displays a space in that position. Placeholders are filled from right to left,
unless there is an exclamation point character (!) in the format string.

@

Character placeholder. Displays a character or nothing. If the string has a character in the
position where the commercial y (&) appears, it displays it; otherwise, it displays
nothing. Placeholders are filled from right to left, unless there is an exclamation point
character (!) in the format string.

Lower case forces. Displays all characters in lower case.

> Upper case forces. Displays all uppercase characters.

Forces placeholder padding from left to right. The default behaviour is to fill
placeholders from right to left.

User-defined date and time formats

The following table identifies the characters you can use to create user-defined date/time
formats.

Character Description

Date separator. In some regional settings, other characters may be used to
represent the time separator. The time separator separates hours, minutes, and
seconds when formatting time values. The actual character used as the time
separator in the formatted result depends on the system configuration.

)
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Description

Date separator. In some locales, other characters may be used to represent the date
separator. The date separator separates the day, month and year when formatting date

V) values. The actual character used as date separator in the formatted result depends on the
system configuration.
Displays the date as ddddddd and displays the time as ttttt, in that order. Displays only

C the date information if there is no fractional part in the date serial number; only the time
information is displayed if there is no integer part.

d Displays the day as a number without a leading zero (1-31).

dd Display the day as a number with a leading zero (01-31).

ddd Display the day as an abbreviation (Sun-Sat). Localised.

dddd Display the day as a full name (Sunday-Saturday). Localised.

ddddd Display the date as a full date (including day, month and year) formatted according to the
system's short date format settings. The default short date format is m/d/yy.
Displays a date serial number as a complete date (including day, month and year)

dddddd formatted according to the long date setting recognised by the system. The default long
date format is mmmm dd, yyyy.

w Displays the day of the week as a number (1 for Sunday to 7 for Saturday).

WW Displays the week of the year as a number (1-54).
Displays the month as a number without a leading zero (1-12). If m immediately follows

m h or hh, the minute is displayed instead of the month.
Displays the month as a number with a leading zero (01-12). If m immediately follows h

mm or hh, the minute is displayed instead of the month.

mmm Display the month as an abbreviation (Jan-Dec). Localised.

mmmm Display the month as a full month name (Jan-Dec). Localised.

q Show the quarter of the year as a number (1-4).

y Displays the day of the year as a number (1-366).

yy Displays the year as a 2-digit number (00-99).

yyyy Displays the year as a 4-digit number (100-9999).

h Displays the time as a number without a leading zero (0-23).

hh Displays the hour as a number with a leading zero (00-23).

n Displays the minute as a number without a leading zero (0-59).

nn Displays the minute as a number with a leading zero (00-59).

S Show the second as a number without a leading zero (0-59).

Ss Show the second as a number with a leading zero (00-59).
Display the time as a complete hour (hour, minute, and second), using the time separator

it defined by the time format recognised by the system. A leading zero is displayed if the
leading zero option is selected and the time is before 10:00 A.M. or P.M. The default
time format is h:mm:ss.

AM/PM Uses the 12-hour clock and displays AM in uppercase with any time before noon;
displays PM in uppercase with any time between noon and 11:59 P.M.

am/pm Uses the 12-hour clock and displays AM in lower case with any time before noon;

P displays PM in lower case with any time between noon and 11:59 PM..
AP Uses the 12-hour clock and displays a capital A with any time before noon; displays a

capital P with any time between noon and 11:59 P.M.
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Character Description
Uses a 12-hour clock and displays a lowercase A with any time before noon; displays a

a/p lowercase P with any time between noon and 11:59 P.M.
Uses the 12-hour clock and displays the string AM as defined by the system with any
time before noon; displays the string PM as defined by the system with any time between
AM/PM noon and 11:59 PM. AMPM can be lowercase or uppercase, but the case of the displayed

string matches the string that was defined in the system configuration. The default format
1s AM/PM. If the system is set to the 24-hour clock, the string is usually set to a zero-
length string.

User-defined numeric formats

The following table identifies the characters you can use to create user-defined number
formats.

Character Description
None Displays the unformatted number.

Digit placeholder. Displays a digit or a zero. If the expression has a digit in the position
where the 0 appears in the format string, it displays it; otherwise, it displays a zero in that
position. If the number has fewer digits than zeros (on either side of the decimal point) in
the format expression, displays leading or trailing zeros. If the number has more digits to
0) the right of the decimal separator than zeros to the right of the decimal separator in the
format expression, it rounds the number to as many decimal places as the number of
zeros. If the number has more digits to the left of the decimal separator than zeros to the
left of the decimal separator in the format expression, displays the additional digits
unchanged.
Digit placeholder. Displays a digit or nothing. If the expression has a digit in the position
where # appears in the format string, it displays it; otherwise, it displays nothing in that
(#) position. This symbol works like a 0-digit placeholder, except that leading and trailing
zeros are not displayed if the number has the same digits or fewer digits as # characters
on the side of the decimal separator in the format expression.

Decimal placeholder. In some locales, a comma is used as a decimal separator. The

decimal placeholder determines the number of digits that appear to the left and right of

the decimal separator. If the format expression contains only number signs to the left of
() this symbol, numbers less than 1 begin with a decimal separator. To display a leading
zero with fractional numbers, use 0 as the first digit placeholder to the left of the decimal
separator. The actual character used as a decimal placeholder in the formatted result
depends on the number format recognised by your system.
Percentage placeholder. Multiplies the expression by 100. The percent character (%) is
inserted at the position where it appears in the format string.

Thousands separator. In some locales, a full stop is used as a thousands separator. The
thousands separator separates thousands from hundreds in a number that has four or
more digits to the left of the decimal separator. The standard use of the thousands
separator is specified if the format contains a thousands separator surrounded by digit
@) placeholders (0 or #). Two adjacent thousands separators or a thousands separator
immediately to the left of the decimal separator (regardless of whether a decimal is
specified) means "scale the number by dividing by 1000, rounding as necessary". For
example, you can use the format string "##0", to represent 100 million as 100. Numbers
less than 1 million are shown as 0. Two adjacent thousands separators in any position

(%)
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Character Description
other than immediately to the left of the decimal separator are simply considered to
specify the use of a thousands separator. The actual character used as a thousands
separator in the formatted result depends on the number format recognised by your
system.
Date separator. In some regional settings, other characters may be used to represent the
time separator. The time separator separates hours, minutes, and seconds when
formatting time values. The actual character used as the time separator in the formatted
result depends on the system configuration.
Date separator. In some regional settings, other characters may be used to represent the
date separator. The date separator separates the day, month, and year when formatting
date values. The actual character used as the date separator in the formatted result
depends on the system configuration.
Scientific formatting. If the format expression contains at least one digit placeholder (0
or #) to the right of E-, E+, e- or e+, the number is displayed in scientific format and E or
(E- E+ e- e is inserted between the number and its exponent. The number of digit placeholders to
e+) the right determines the number of digits in the exponent. Use E- or e- to place a minus
sign next to negative exponents. Use E+ or e+ to place a minus sign next to negative
exponents and a plus sign next to positive exponents.

)

)
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15. &é& Input files Output (I/O_Files)

This functionality is added to the programme, which consists of processing the in file to
execute weighing automatically and exporting the out1p and out2p files when the
corresponding weighing is carried out.

This functionality is only operative under PROFESSIONAL LICENCE.

You can activate the automation of these files in Configuration>>General >> Auto.
Auto reading IN Files

Auto create OUT Files 1P

Auto create OUT Files 2P

.I= Operation and processing of files
When the automatic reading of the IN file is activated, the path configured in the IN file is

polled periodically (every 500ms). The path can be a shared folder on the network or it
can be on the server if the PC has sufficient access credentials.

The IN file can be configured so that the different fields of the DB can be written to the
existing values left inside the IN file. If it is not possible to find a code or move the field,
the field will be moved to the first record of the same table (generic record), if it could not
be weighed (because the scale is empty, for example) the file will be renamed by adding a
"_E" at the end of its name.

The field added in the file configuration through the button [“Jadd id will be written in the
field L5 (free 5) of the database. This field will be part of the naming structure of the
OUT1P and OUTZ2P files.

The OUT1P file is created when the first weighing has been carried out. Logically, as a
condition for creating this file, no pre-programmed tare must be used in the licence plate
table.

The OUT2P file is created when the second weighing has been performed.
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File name structure IN
Vehi_Basc_N.csv
File structure IN
cabecera_1; cabecera_2; cabecera_3; cabecera 4; ..... cabecera_n;
dato1; dato2; dato3, dato4; ..... dato_n;

The fields of the file must be logical, as it is a first weighing, we must take the data from
the different tables that we need as if we were choosing them for the first weighing (we
must not take data from tables of in transit, second weighing, vehicle access).

.I= FILE OUT1P y FILE OUT2P

File name structure OUT1P

Licence plate_L5_Bascule_M.csv

Filename structure of the OUT2P file
License_L5_L5_Bascula_N.csv

Licence plate: data to be set in the vehicle's licence plate.

L5: data contained in the free field 5, it is recommended for this type of applications to set
the field L5 as not visible so that it cannot be manipulated manually in the weighing
process.

Scale: The scale number in BPWin+, where 1 is the first scale.

M: Letter "M

N: Letter "N".

The field separator of the nomenclature is the character "_" HEX(5F) DEC(95)
OUT 1P and OUT2P File Structure

header_1; header_2; header_3; header_4; ..... header_n;

datal ; data2; data3, data4; ..... data_n;

The fields in the file must be logical. As this is a first weighing, we must take the data from
the different tables that we need as if we were choosing them for the first weighing. (We

must not take data from tables such as "in transit", "second weighing" or "vehicle access"
in the OUT1P files).
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We strongly recommend that for OUT2P files you use only fields from the second
weighing table (although fields from other tables can be used if necessary).

K
g‘ File configuration form.

K
The form is accessed via the Side Menu @ Configuration / (& IN-OUT FILE editor

The form looks as follows.

[ [ I

0
R
| (& 1N/ OUT File Editor B ®p o

Save Exit

Edition of v

Route C:\iofiles\out . I:I I:I
Programme table v @ @D My free field number 1v I-[=

Table field v

Col:Matricula Varios v

Col:Cod.Pro Col.Index 1

Col:Cod.Cli Header Matricula
Table.Index JiI§)

1. Choose the type of edition by means of the comboBox Edition of....

2. The input/output folder of Ruta must be chosen, for this purpose we will use the
button®®

3. Choose the table and field you want to add and click on® , in case of files in there is
also the possibility to add any free field by using the button "& we can also define in
which column the vehicle registration number is located.

4. The name of the header is changed to the user's liking.

5. Repeat steps 3 and 4 as many times as necessary. If you do not want any more columns
in your file, click on the button® .

Other options.
You must use the button® to delete an unwanted column.

User Manual BP WIN Plus Touch v2 67




e

User Manual BP WIN Plus Touch v2 EPELSA
C——

To exit the form we must use tﬁe button ®. Caution: if you do not pressB on the
changes made have no effect.
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