
CHALLENGER V

	» PLATFORM LM 40x40
	» LOW POWER CONSUMPTION V-36 

VIEWFINDER
	» RECHARGEABLE BATTERY
	» PIECE COUNTER AND WEIGHT ONLY
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INDUSTRIAL COMPLEX

CHALLENGER V
Model CERTIFIED

CONJUNCTIONS

SOLUTIONS
INDUSTRIALS



Epelsa's Challenger V set consists of robust 
platforms and an advanced indicator to ensure 
accuracy and durability in demanding weighing 
applications. 

The LM40 platforms, with stainless steel and 
painted structure, are designed to withstand harsh 
industrial conditions, with IP-65 protection and 
load capacities from 15 kg to 150 kg.
These platforms can operate both benchtop and 
floor standing, adapting to different operational 
needs. 
They are equipped with load cells 
aluminium load cells approved for 3000 divisions 
and overload protection. 

The V-36 indicator, an integral part of the system, 
ensures intuitive operation, with a high-visibility 
LCD display and features such as automatic 
tare, zero tracking and advanced communication 
options. 

This set-up is perfect for standard weighing, 
inventory control and labelling processes in 
production, incoming and outgoing material 
environments.

and V-36 Indicator
LM 40 Platform

CHALLENGER V
Industrial complex

Features
Type Industrial table-top or floor-standing set

Material Stainless steel platform. Plastic housing indicator

Visor V-36 with LCD display with backlight. 6 digits. 
4 buttons

Connections RS-232 communications ($ protocol and others).

Battery Autonomy 160 hours without backlight
      Voltage adapter 9 V ~ 12 V / 500 mA.
      Rechargeable battery: 6 V 4 Ah.

Protection Platform IP 65

Dimensions Display: 300mm x 140mm x 143mm Platform 
400x400mm (legs not included)

Weight Indicator 1.7 kg + Platform 9 kg

Challenger VL industrial set with LM platform 404x40

Indicator  V-36
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INDUSTRIAL INDUSTRIAL COMPLEX

Adjustable rubber feet Painted stainless steel platform Sight adapter and cables

INDICATOR V-36
•	 Ease of use: Intuitive design for easy operation.
•	 Gravity weight adjustment and correction.
•	 Resolution: Up to 3000 approved divisions (15,000 divisions for internal use).
•	 Large LCD display: 6 digits of 46 mm with optional backlight.
•	 European Certification: Certified according to European Standard EN-45501 

for non-automatic weighing instruments with No. TC8442, issued by NMI 
(Nederlands Meetinstituut) of the Netherlands.

•	 Two types of power supply: mains connection or rechargeable battery.
•	 Communications protocol $.
•	 Functions:

•	 Automatic zero tracking.
•	 Zero key, tare key.
•	 Key for backlight activation/deactivation.
•	 Key for sending data via serial channel.
•	 Basic piece counting function.
•	 Communication options: RS-232 port with configurable $ Communications Protocol.

Optional
•	 Optionally 2 multirange or multiinterval of 3000 approved divisions.
•	 From 1 kg to 9,999 kg depending on the platform.

General

LM40 PLATFORM
Robust and versatile platforms with IP-65 protection.

•	 Material and design: Steel structures painted in glossy grey RAL 7045 with a 
robust tubular design and IP-65 protection in stainless steel AISI 304.

•	 Load cells: Aluminium load cells approved to 3000 divisions, with protection 
against static overloads.

•	 Capacities: 15, 30, 60 and 150 kg.
•	 Connectivity: with 2.5 m hose cable of 6 wires plus ground with aluminium 

shielding, except for NAn model cells which is minimum 1.3 m long and only 
4 wires plus ground with shield.

•	 Functions: Suitable for standard weighing, +/- control, piece counting, manual labelling, 
packaging, inventory and order picking.
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CHALLENGER VL
CONJUNTO

Referencias

VISOR V-36Datos técnicos
	» Display: LCD de 6 dígitos, 46 mm, con 
retroiluminación.
	» Funciones: Tara y autocero, con un cero por tecla al 
4% de la capacidad.
	» Impedancia mínima: 87 Ω.
	» Consumo: Bajo, con una autonomía de hasta 160 
horas sin retroiluminación.
	» Condiciones de trabajo: Temperatura de operación 
entre 0ºC y 40ºC, con humedad relativa de 10% a 
80%.
	» Alimentación: Adaptador de tensión de 9 V ~ 12 V / 
500 mA y batería recargable de 6 V 4 Ah.
	» Dimensiones: 300 mm x 140 mm x 143 mm (largo x 
ancho x alto).

Visor V-36 certificado de acuerdo al Estándar Europeo EN-
45501 para instrumentos de pesaje de funcionamiento no 
automático con nº TC8442, expedido por NMI (Nederlands 
Meetinstituut) de Holanda.

LMA-40 es un equipo autónomo y transportable con batería 
interna de larga duración con metrología legal.

Opciones

NOMBRE REFERENCIA ALTURA MIN 
(con pies mm) PESO KG ACABADO

CHALLENGER V 15KG (LM40+V36+COLUMNA) 0260310100LM 125 9 Estructura: Pint./ Tapa Inoxidable

CHALLENGER V 30KG (LM40+V36+COLUMNA) 0260310200LM 125 9 Estructura: Pint./ Tapa Inoxidable

CHALLENGER V 60KG (LM40+V36+COLUMNA) 0260310300LM 125 9 Estructura: Pint./ Tapa Inoxidable

CHALLENGER V 150KG (LM40+V36+COLUMNA) 0260310400LM 125 9 Estructura: Pint./ Tapa Inoxidable

	» Desde 1 kg hasta 9.999 kg dependiendo de la 
plataforma. Con la plataforma LM40 entre 60 -150 kg.

PLATAFORMA 40X40
	» Estructura de acero pintado en gris brillante RAL 7045 con 
un diseño tubular robusto.
	» Protección: IP-65
	» Pies regulables en altura con apoyo de goma, tornillería de 
acero inoxidable AISI 304.
	» Células de carga de aluminio homologadas a 3000 
divisiones.
	» Capacidades:15kg, 30 kg, 60 kg, 150 kg
	» Conectividad: Cable de 2,5 m
	» Protección contra sobrecargas.
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