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	› STAINLESS STEEL
	› UP TO 30 KG CAPACITY
	› 8 SIMULTANEOUS USERS
	› BUILT-IN BATTERY AS STANDARD
	› ETHERNET AND RS-232

URANO
10V8
SCALE

Industrial-grade robustness, multi-operator management  
and complete autonomy in a single device.



Built-in battery as standard

URANO 10V8
Scale

URANO 10V8

Features
Type Countertop scale

Material Stainless steel

Installation Countertop display

Display LCD

Keyboard 60-key keypad, 20 direct PLUs per 10 
tables, 35 function keys and 5 program-
mable keys

Printing 60mm thermal printer

Connections RS232 and RJ-11 ports (coin acceptor)

Communications Ethernet

Capacities 6 kg / 2 gr, 15 kg / 5 gr o 30 kg / 10 gr

Platter dimensions 36 x 24,5cm

Packaging dimensions 52 x 45 x 33 cm

Net weight 11,9 kg

The Urano 10V8 is a high-performance countertop scale designed 
for commercial environments with demanding operations and 
multiple operators. 

Its stainless steel housing and 36 × 24.5 cm weighing pan 
give it industrial-grade robustness, ensuring the equipment’s 
reliability under intensive use, whilst its technological architecture 
comprehensively meets the management, printing and 
connectivity needs of the modern point of sale. 

With weighing capacities of up to 30 kg and support for up to 
8 simultaneous operators, it represents a scalable and versatile 
solution for establishments that prioritise operational efficiency 
without compromising on accuracy.

The Urano 10 V8 comes with a built-in battery as standard — unlike other models in the range, where it is an optional extra 
— ensuring uninterrupted operation in the event of power cuts or in locations without access to the mains supply. This feature 
contributes to the unit’s net weight of 11.9 kg, whilst also providing additional stability on the countertop.



Construction and energy autonomy
The Urano 10 V8 stands out for its all-stainless-steel, high-strength 
structure, a design that guarantees durability and stability under 
conditions of intensive use. The unit comes fitted as standard with an 
internal battery that ensures operational continuity in the event of power 
cuts, eliminating constant reliance on the mains supply and making it 
suitable for use in mobile environments or where there is no permanent 
access to mains power.

Sales and operator management
The system supports the coordinated work of up to 8 simultaneous 
sales staff via dedicated keys, generating individualised totals reports 
per operator to facilitate independent till closing. Its large memory allows 
for the storage of up to 10,000 receipts and 12,000 receipt lines, with the 
option to review and reprint receipts that have already been closed. The 
device is also fully equipped to issue simplified invoices in accordance 
with current tax regulations.

Interface and printing
The integrated thermal printer offers high graphic versatility, with 
support for logos, over 80 fonts and the main barcode formats: EAN13, 
EAN14, CODE128, amongst others. The control panel features a backlit 
LCD display with brightness adjustment and an alphanumeric line 
for messages and item descriptions. The 60-key keypad includes 20 
direct PLUs distributed across 10 tables, 35 function keys and 5 freely 
programmable keys.

Generalities

The Urano 10 V8 is designed to meet the operational demands of 
establishments with high staff turnover and high customer footfall. Its 
multi-operator management architecture allows up to eight sales assistants 
to work simultaneously and independently on the same device, with no 
interference between transactions and individual traceability for each sales 
account.

OPERATIONS AND DIRECT CONTROL
Dedicated keys per operator
The 60-key keypad includes shortcut keys labelled V1 to V8, allowing each sales 
assistant to manage their sales account immediately and independently.

MEMORY CAPACITY
Storage for up to 10,000 receipts and 12,000 receipt lines, ensuring continuous, 
uninterrupted sales recording throughout the day.

DATA MANAGEMENT AND REPORTS
Totals per sales assistant

8 simultaneous sellers
The system generates individualised repor ts per operator, facili tat ing 
independent till closing and the analysis of each employee’s per formance. 
Invoicing and review
Each operator can issue simplified invoices and access the review and reprinting 
of receipts that have already been closed, streamlining the resolution of incidents 
at the point of sale.
Password-protected access
The totals menus and system settings are password-protected, restricting access 
to consolidated information to authorised staff.

NETWORK INTEGRATION
Thanks to Ethernet communication, operator management extends beyond a single 
device. Interconnection between scales allows, for example, a sales assistant to 
open a receipt on one unit and close it on another within the same network, 
providing the system with operational flexibility without physical restrictions at 
the counter.

Connectivity and expansion
The unit features Ethernet communication for seamless interconnection 
between scales on the same network and with computer systems. It 
also incorporates an RS-232 port, a connection for a barcode scanner 
and a dedicated RJ-11 output for a cash drawer, meeting the standard 
connectivity requirements for any point-of-sale configuration.

grupoepelsa.com

RETAIL URANO RANGE



Dimensions

References
DESCRIPTION REFERENCES

URANO 10 V8 6kg / 2gr 000X83740465M6

URANO 10 V8 15kg / 5gr 000X83740465

URANO 10 V8 30kg / 10gr 000X83740465M30

Hardware

	»Stores up to 10,000 receipts and 12,000 receipt 
lines
	»Allows you to manage up to 200 price changes, 
5 VAT rates and print logos
	»Receipt Design: Compatible with GEDIT editing 
software to customise print formats
	»Security: Programming menus and totals reports 
are password-protected
	»Operating Modes: Features specific modes for 
Receipt, Supermarket and Order Sales

Software

Features
	»Allows up to 8 sales assistants to work 
simultaneously
	»Simplified invoicing in accordance with current 
regulations, with the option to review and reprint 
closed receipts
	»Generates detailed totals by item, product group, 
sales assistant and time slot
	»Suppor ts Ethernet communication for both 
interconnection between scales and direct 
connection to a computer
	»Allows configuration of up to 5 header lines, 
5 footer lines and a summary section on each 
receipt

	»Stainless steel housing and a stainless steel 
weighing tray measuring 36 x 24.5 x 2 cm
	»Backlit LCD display with brightness adjustment, 
showing weight, price and total, plus an 
alphanumeric line for messages
	»Features 60 keys, including 20 direct PLUs (in 
10 tables), 35 function keys and 5 programmable 
keys
	»Integrated thermal printer with capacity for over 
80 fonts and various barcodes (EAN13, EAN14, 
CODE128, etc.)
	»Digital load cell with independent metrological 
seal
	»Ethernet and RS-232 ports, scanner connection 
and cash drawer output (RJ-11)
	»Battery life: Includes standard internal battery

Technical Data

Side view

Front view

Perspective view


