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	› ABS FINISH AND STAINLESS STEEL TRAY
	› 80 MM THERMAL PRINTER
	› 98 KEYS AND BACKLIT LCD DISPLAY
	› CAN BE LINKED WITH UP TO 10 UNITS
	› ETHERNET, RJ-11 PORT FOR CASH DRAWER AND RS-232

JUPITER
20V10
SCALE

Double-pan PPI Scale with Thermal Printer



JUPITER 20V10
SCALE

JUPITER 20V10

Features
Type Double-body counter scale

Material ABS and stainless steel platform

Installation Countertop display

Display LCD

Keyboard 98-key Omron keyboard

Printing 80mm thermal printer

Connections RS232 and RJ-11 ports Cash drawer

Communications Ethernet

Capacities Standard: 6 kg / 2 g, 15 kg / 5 g or 30 kg / 10 g 
Multi-range: 6–15 kg / 2–5 g and 15–30 kg / 5–10 g 
High resolution: 12 kg / 6,000 divisions and 30 kg 
/ 6,000 divisions

Plate dimensions 36 x 26,5 x 2 cm ((Length, width, height)

Packaging dimensions 58 x 44 x 66 cm

Net weight 9,91 kg

The Jupiter 20V10 is a countertop scale characterised by its dual-
body design, featuring a tower that raises the control and display 
functions for improved ergonomics. 
This model combines a durable ABS finish with a stainless steel 
weighing pan, providing a hygienic and robust weighing surface.

Its most notable technical feature is the positioning 
of its thermal printer at the top, specifically 
designed for the rapid issuance of simplified 
invoices in accordance with legal regulations. 
To facilitate operation, it features a comprehensive 
keypad with 98 keys and a backlit LCD display that 
ensures clear reading of sales data.
Furthermore, thanks to its Ethernet connectivity, 
it allows for the interconnection of up to 10 units, 
integrating seamlessly into networks with other 
models in the Júpiter range



Double-shell tower design
Unlike flat-panel models, the Jupiter 20 V10 features a tower design that raises the control panel and displays, optimising visibility for both the 
operator and the customer at the point of sale. The structure is made from high-strength ABS, with a 36 × 26.5 cm stainless steel weighing plate.

Thermal printer integrated into the top head
The thermal printer is built into the top of the tower, making it easy for the operator to access and ensuring a smooth flow of documents. The 
device’s software is capable of issuing simplified invoices in accordance with current tax regulations, which extends its suitability to environments 
requiring legally valid sales documentation.

Extended user interface
The device features a 98-key keypad and a backlit LCD display, offering a higher density of shortcut keys compared to other models in the range. 
This configuration streamlines day-to-day operations in high-volume environments, reducing the time taken to look up and carry out tasks.

Connectivity and networking
The device supports the interconnection of up to 10 units via Ethernet, and is compatible with any model in the Jupiter range within the same 
network. It also features ports for a barcode scanner, an RS-232 port for communication with a PC, and a dedicated RJ-11 output for a cash drawer.

Generalities

Weighing versatility
The Jupiter 20 V10 offers a wide range of weighing configurations to suit different 
business needs, with capacities ranging from 6 kg to 30 kg.

Standard capacities
6 kg / 2 g · 15 kg / 5 g · 30 kg / 10 g

Multi-range
E.g. 6–15 kg with divisions of 2–5 g, for precision across the entire load range in a 
single unit.

High resolution
Variants with up to 6,000 divisions for weighing applications requiring maximum 
accuracy.
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Optional 
Internal battery system
The Jupiter 20 V10 features an optional standalone power supply system 
that significantly enhances its operational versatility. This option is 
supplied as an integrated unit, combining an internal battery with a 
dedicated connection for an external battery, thereby providing the unit 
with a dual power source that is independent of the mains supply.

Dual-energy system
A set comprising an internal battery and a connection for 
an external battery, supplied together as a single optional 
accessory.

Service continuity
It ensures the stability of the point of sale in the event of power 
cuts, preventing disruptions to business operations.

Operational mobility
It enables the equipment to be used in locations without access 
to the mains power supply, such as markets, outdoor stalls or 
temporary installations.



Dimensions

References
DESCRIPTION REFERENCE

JUPITER 20 V10 6kg / 2gr 000X13985963M6

JUPITER 20 V10  15kg / 5gr 000X13985963

JUPITER 20 V10  30kg / 10gr 000X13985963M30

JUPITER 20 V10 Multi-range 6-15kg / 2-5gr 000X13985963B15

JUPITER 20 V10 Multi-range 15-30kg / 5-10gr 000X13985963B30

JUPITER 20 V10 12 kg / 6000 divisions 000X13985963S12

JUPITER 20 V10 30 kg / 6000 divisions 000X13985963S30

Hardware

	» Capable of issuing simplified invoices in accordance with 
current regulations

Weighing ranges (configurable):
	» Standard: 6 kg / 2 g, 15 kg / 5 g or 30 kg / 10 g
	» Multi-range: 6–15 kg / 2–5 g and 15–30 kg / 5–10 g
	» High resolution: 12 kg / 6,000 divisions and 30 kg / 6,000 
divisions
	» Option to operate at 3,000 or 6,000 divisions depending on 
the load cell used

Software

Features
	» Networking: Allows up to 10 units to be connected via 
Ethernet
	» It is fully compatible with all other models in the Jupiter range 
within the same network
	» Optional accessories: Can be ordered with a stainless steel 
deep dish

	» Countertop scale with a two-part design (includes tower)
	» ABS finish with a stainless steel weighing pan
	» Backlit LCD display
	» 98-key keypad
	» Thermal printer located on top (in the tower)
	» Ethernet connectivity
	» RS232 port
	» Scanner connection
	» Cash drawer output (RJ-11)
	» Weights: Net 8.91 kg and gross 11.94 kg
	» Power options: Option for internal battery and connection 
for external battery

Optional
DESCRIPTION REFERENCE

deep dish 000013980380

Option: Internal battery + external battery connec-
tion (20V10)

000013989089

Double-body countertop scale stand kit for narrow 
counters

000013989103

Technical Data

Front view

Side view

Perspective view


